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APPLIES WHEN DUCTS AND AIR TRANSFER OPENINGS ARE NOT
PROTECTED WITH FIRE DAMPERS

STEEL
COLLAR

FILL
MATERIAL

BUSWAY

PIPE AND
EQUIP
COVERING

CABLES

CABLE
TRAY

NOT LESS THAN 1-HOUR BUT NOT LESS THAN THE REQUIRED
RATING OF THE FLOOR PENETRATED

NOT LESS THAN 1-HOUR BUT NOT LESS THAN THE REQUIRED
RATING OF THE FLOOR PENETRATED

THROUGH
PENETRANT

STL SLEEVE
(OPTIONAL)

THROUGH
PENETRANT

STL SLEEVE
(OPTIONAL)

STEEL
COLLAR

FILL
MATERIAL

FLOOR
ASSEMBLY

THROUGH
PENETRANT

PACKING
MATERIAL

FLOOR
ASSEMBLY

FILL
MATERIAL

BUSWAY

PACKING
MATERIAL

FLOOR
ASSEMBLY

FILL
MATERIAL

THROUGH
PENETRANT

PACKING
MATERIAL

FLOOR
ASSEMBLY

FILL
MATERIAL

THROUGH
PENETRANT

PACKING
MATERIAL

FLOOR
ASSEMBLY

STL SLEEVE
(OPTIONAL)

FILL
MATERIAL

PACKING
MATERIAL

FLOOR
ASSEMBLY

STL SLEEVE
(OPTIONAL)

FILL
MATERIAL

FLOOR
ASSEMBLY

CABLES

MORTAR

PACKING
MATERIAL

FLOOR
ASSEMBLY

FILL
MATERIAL

STEEL
RETAINING
ANGLE

PIPE AND
EQUIP
COVERING

THROUGH
PENETRANT

THROUGH
PENETRANT

PACKING
MATERIAL

STEEL
DUCT

FILL
MATERIAL

WRAP STRIP

NOT LESS THAN 1-HOUR BUT NOT LESS THAN THE REQUIRED
RATING OF THE FLOOR PENETRATED

NOT LESS THAN 1-HOUR BUT NOT LESS THAN THE REQUIRED
RATING OF THE FLOOR PENETRATED

PILLOWS

WIRE MESH

THROUGH
PENETRANT

STL SLEEVE
(OPTIONAL)

PACKING
MATERIAL

FILL
MATERIAL

THROUGH
PENETRANT

FILL
MATERIAL

THROUGH
PENETRANT

PACKING
MATERIAL

FILL
MATERIAL

THROUGH
PENETRANT

PACKING
MATERIAL

FILL
MATERIAL

PIPE
INSULATION

THROUGH
PENETRANT

STEEL
BANDING
STRIPS

PACKING
MATERIAL

FILL
MATERIAL

DUCT WRAP

STEEL DUCT

MORTAR

FLOOR
ASSEMBLY

CABLE
TRAY

CABLES

THROUGH
PENETRANT

WIRE MESH

CABLE
TRAY

CABLES

PILLOWS

FLOOR
ASSEMBLY

FLOOR
ASSEMBLY

FILL
MATERIAL

FLOOR
ASSEMBLY

FLOOR
ASSEMBLY

WRAP STRIP

FLOOR
ASSEMBLY

FLOOR
ASSEMBLY

STEEL
SLEEVE
(OPTIONAL)

NOT LESS THAN 1-HOUR BUT NOT LESS THAN THE REQUIRED
RATING OF THE WALL PENETRATED

CABLES

PIPE
COVERING

STEEL
RETAINING
ANGLES

WALL
ASSEMBLY

THROUGH
PENETRANT

FILL
MATERIAL

WALL
ASSEMBLY

PACKING
MATERIAL

THROUGH
PENETRANT

FILL
MATERIAL

WALL
ASSEMBLY

PACKING
MATERIAL

THROUGH
PENETRANT

FILL
MATERIAL

PIPE
INSULATION

THROUGH
PENETRANT

FILL
MATERIAL

PACKING
MATERIAL

WALL
ASSEMBLY

WALL
ASSEMBLY

WALL
ASSEMBLY

WALL
ASSEMBLY

PIPE
COVERING

THROUGH
PENETRANT

PACKING
MATERIAL

FILL
MATERIAL

STEEL
DUCT

FILL
MATERIAL

PACKING
MATERIAL

FILL
MATERIAL

PACKING
MATERIAL

BUSWAY

PACKING
MATERIAL

FILL
MATERIAL

CABLE
TRAY

CABLES

PACKING
MATERIAL

WALL
ASSEMBLY

STEEL
SLEEVE
(OPTIONAL)

STEEL
RETAINING
ANGLES

NOT LESS THAN 1-HOUR BUT NOT LESS THAN THE REQUIRED
RATING OF THE WALL PENETRATED

STEEL
SLEEVE
(OPTIONAL)

STEEL
RETAINING
ANGLES

WALL
ASSEMBLY

PIPE
INSULATION

THROUGH
PENETRANT

FILL
MATERIAL

FORMING
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WALL
ASSEMBLY
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ASSEMBLY
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ASSEMBLY

FILL
MATERIAL

CABLES

THROUGH
PENETRANT

PIPE
COVERING
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ASSEMBLY

FORMING
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FILL
MATERIAL

STEEL
DUCT
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PACKING
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BUSWAY

FORMING
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CABLE
TRAY
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STEEL SLEEVE
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PENETRANT
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THROUGH
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METAL SLEEVE
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PIPE
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FILL
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MATERIAL
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THROUGH
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STEEL
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BOARD

PACKING
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FORMING
MATERIAL
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BOARD

PACKING
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THROUGH
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FORMING
MATERIAL

FILL
MATERIAL

FORMING
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BUSWAY

GYPSUM
BOARD

METAL
STUDS

GYPSUM
BOARD

FORMING
MATERIAL

CABLES

FILL
MATERIAL

GYPSUM
BOARD

WIRE
MESH

PILLOWS

METAL
STUDS

METAL
STUDS

THROUGH
PENETRANT

STEEL
RETAINING
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METAL
STUDS

METAL
STUDS

METAL
STUDS

GYPSUM
BOARD

METAL
STUDS

CABLE
TRAY

METAL
STUDS

METAL
STUDS

METAL
STUDS

METAL
STUDS

FIRE-RESISTANCE-RATED HORIZONTAL ASSEMBLIES:

MAINTAIN INTEGRITY OF FIRE-RESISTANT-RATED
ASSEMBLIES AT PENETRATIONS.

OPTION 2-

OPTION 1-

PROTECT THROUGH PENETRATIONS INTO OR THROUGH
FIRE WALLS, FIRE BARRIERS, SMOKE BARRIERS AND
FIRE PARTITIONS.

OPENING:  NOT MORE THAN 144 SQUARE INCHES

PENETRANT:  METALLIC AND NOT MORE THAN
6 INCH NOMINAL DIAMETER

OPENING:  NOT MORE THAN 144 SQUARE INCHES

PENETRANT:  METALLIC AND NOT MORE THAN
6 INCH NOMINAL DIAMETER

FIRESTOP SYSTEMS SHALL BE INSTALLED AND TESTED IN
ACCORDANCE WITH ASTM E814 WITH MINIMUM POSITIVE
PRESSURE DIFFERENTIAL OF 0.01 INCH OF WATER.

PROTECT SPACE BETWEEN PENETRANT AND SLEEVE AND
BETWEEN  SLEEVE AND ASSEMBLY BEING
PENETRATED.

WHERE INSTALLED, SECURELY FASTEN TO ASSEMBLY
PENETRATED.

FILL MATERIAL:  CONCRETE, GROUT, OR MORTAR
INSTALLED FULL THICKNESS OF WALL OR
THICKNESS TO MAINTAIN FIRE RESISTANCE
RATING

PROTECT THROUGH PENETRATIONS OF FLOORS,
FLOOR/CEILING ASSEMBLIES, AND CEILING MEMBRANE
OF ROOF/CEILING ASSEMBLIES

FILL MATERIAL:  CONCRETE, GROUT, OR MORTAR
INSTALLED FULL THICKNESS OF FLOOR OR
THICKNESS TO MAINTAIN FIRE RESISTANCE
RATING

ASSEMBLY BEING PENETRATED
L RATING

T RATING

F RATING

MOVEMENT

PENETRANTS

A- FLOOR, CONCRETE, 5 INCHES OR LESS
NOT APPLICABLE

NOT APPLICABLE

NOT APPLICABLE

NOT APPLICABLE

B- FLOOR, CONCRETE, MORE THAN 5 INCHES
NOT APPLICABLE

NOT APPLICABLE

NOT APPLICABLE

J- WALL, MASONRY OR CONCRETE, 8 INCHES OR LESS
NOT APPLICABLE

NOT APPLICABLE

NOT APPLICABLE

K- WALL, MASONRY OR CONCRETE, MORE THAN 8 INCHES NOTES:
1.

2.

3.

4.

5.

6.

a.
b.

1)

2)

3)

a.

b.

b.

a.

b.

a.

1)

2)

3)

APPLIES TO FIRE-RESISTANCE-RATED-
WALLS
HORIZONTAL ASSEMBLIES

SLEEVES

FIRE-RESISTANCE-RATED WALLS:

UL DESIGN UL DESIGN UL DESIGN UL DESIGN UL DESIGN

PLAN

WALL
ASSEMBLY

SECTION A-A
PLAN SECTION A-A

NO PENETRANTS C-J-0000 SERIES C-K-0000 SERIES W-L-0000 SERIES

METAL PIPE, CONDUIT AND TUBING F-A-1000 SERIES, OR OPTION 2

SECTION A-APLAN

F-B-1000 SERIES, OR OPTION 2 W-J-1000 SERIES, OR OPTION 1 C-K-1000 SERIES, W-K-1000 SERIES, OR OPTION 1 W-L-1000 SERIES

SECTION A-APLAN
SECTION A-APLAN SECTION A-APLAN

SECTION A-APLAN

NON-METALLIC PIPE, CONDUIT AND TUBING F-A-2000 SERIES F-B-2000 SERIES W-J-2000 SERIES C-K-2000 SERIES OR W-K-2000 SERIES W-L-2000 SERIES

ELECTRICAL CABLES F-A-3000 SERIES F-B-3000 SERIES W-J-3000 SERIES C-K-3000 SERIES OR W-K-3000 SERIES W-L-3000 SERIES

SECTION A-APLAN SECTION A-APLAN

SECTION A-APLAN SECTION A-APLAN SECTION A-APLAN

SECTION A-APLAN
SECTION A-APLAN SECTION A-APLAN

SECTION A-APLAN
SECTION A-APLAN

SECTION A-APLAN SECTION A-APLAN
SECTION A-APLAN

SECTION A-APLAN
SECTION A-APLAN

ELECTRICAL CABLES IN CABLE TRAYS F-A-4000 SERIES F-B-4000 SERIES W-J-4000 SERIES C-K-4000 SERIES OR W-K-4000 SERIES W-L-4000 SERIES

SECTION A-APLAN

SECTION A-APLAN
SECTION A-APLAN SECTION A-APLAN SECTION A-APLAN

INSULATED PIPES F-A-5000 SERIES F-B-5000 SERIES W-J-5000 SERIES C-K-5000 SERIES W-L-5000 SERIES

MISCELLANEOUS ELECTRICAL PENETRANTS F-A-6000 SERIES W-J-6000 SERIES C-K-6000 SERIES W-L-6000 SERIES

SECTION A-APLAN SECTION A-APLAN SECTION A-APLAN
SECTION A-APLAN

MISCELLANEOUS MECHANICAL PENETRANTS F-A-7000 SERIES F-B-7000 SERIES W-J-7000 SERIES C-K-7000 SERIES W-L-7000 SERIES

MIXED PENETRANTS CONTAINING ANY OF THE ABOVE  F-A-8000 SERIES F-B-8000 SERIES W-J-8000 SERIES C-K-8000 SERIES W-L-8000 SERIES

SECTION A-APLAN
SECTION A-APLAN SECTION A-APLAN

SECTION A-A
PLAN

SECTION A-APLAN

SECTION A-APLAN
SECTION A-APLAN

SECTION A-A
PLAN

SECTION A-APLAN SECTION A-APLAN

STEEL DUCT

VERIFY MIN
FILL MATERIAL
W/ UL TEST

THROUGH
PENETRANT

THROUGH
PENETRANT

COORD MIN
DIM W/
SELECT'D SYST

COORD MIN
DIM W/
SELECT'D
SYST
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X

X

X

X

FENCING, TYP
MECH UNITS -
TYP

FENCING, TYP

AIR HANDLING
UNIT

GI004
2

GI004
1 EXIST

TRANSFORMERS,
TYP

PARKING LOT
IMPROVEMENTS
BY OTHERS

TEMP CONSTRUCTION
FENCE

TEMP
CONSTRUCTION
FENCING

GRAVEL DRIVE -
SEE CIVIL

AHU-2 AHU-1

10'W GATE - CHAIN
LINK
10'H CHAIN LINK
FENCE W/ METAL
EDGING AT GRADE
- TYP

EXIST BLDG

REVISED
GRADE REVISED

GRADE

ACC-1

CONC HOUSE-
KEEPING PAD - TYP
3. COORDINATE PAD
SIZE W/ EQUIPMENT
SIZE

COMPACTED
AGGREGATE
BETWEEN CONC
PADS - TYP

ACC-2
MAN
HOLE

TEMPORARY
CONSTRUCTION
FENCE

GRAVEL
DRIVE -
SEE
CIVIL

AHU

10'W GATE - CHAIN
LINK

10'H CHAIN LINK
FENCE, TYP

CONC
PAD, TYP

CONC PAD CONT
JT, TYP

PAVEMENT, TYP

SAWCUT & REMOVE
PAVEMENT, TYP

EXIST BLDG, TYP
EXIST PARKING
TO REMAIN

EXIST
GRADE

EXIST
GRADE TEMPORARY

CONSTRUCTION
FENCING

8" DEEP COARSE
AGGREGATE BASE

#4@12"
EW

#4 @ EW

GRADE/
PAVEMENT
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1. CONCRETE FOR BASES AND POURED STRUCTURES SHALL HAVE A COMPRESSIVE
STRENGTH OF 4000 PSI IN 28 DAYS AND A MIN. OF 5 SACKS OF CEMENT PER C.YD.
SLUMP SHALL NOT EXCEED 4".

2. BRICK SHALL BE GRADE M.A. CONFORMING TO THE REQUIREMENTS OF THE
STANDARD SPECIFICATIONS FOR SEWER BRICK, A.S.T.M. C-32.

3. PRECAST MANHOLES SHALL BE OF THE ECCENTRIC CONE TYPE WITH STEEL
REINFORCEMENT CONFORMING TO THE A.S.T.M. SPECIFICATIONS FOR C-75 PIPE.

4. MATCH EXISTING STRUCTURES WITHIN PROJECT AREA.

CONE SECTION
NOT PERFORATED

6" TALL BEEHIVE GRATE
CAST IRON
185 SQ INCH OPEN AREA MINFINISH GRADE

ADJUSTING RING OR CONC
BLOCK TO SET CASTING
LEVELING  COURSE OF
3 BRICK MIN, 6 BRICK MAX

MANHOLE STEPS

5'-6" DIA

4'-0" DIA
CONNECT TO
EXIST CULVERT

INV ELEV (IE)
SEE PLAN

NOT TO SCALE1 CATCH BASIN

WRAP FABRIC
AROUND POST

FASTEN TOPS OF FENCE
POSTS AT JOINTS

NOT TO SCALE2 SILT FENCE EROSION CONTROL

GEOTEXTILE
FILTER FABRIC

6" ANCHOR TRENCH

GEOTEXTILE FILTER FABRIC
FASTENED ON UPHILL SIDE
TOWARD EARTH DISRUPTION

SILT FENCE B

SILT FENCE A

6"x6" ANCHOR
TRENCH

UNDISTURBED VEGETATION

JOINT DETAILSECTION

FRONT VIEW

RIDGE OF COMPACTED
EARTH ON UPHILL SIDE
OF FILTER FABRIC

6'-0" MAX

FINISH GRADE

6" 12
" M

IN

NOT TO SCALE3 GRAVEL DRIVE
NOT TO SCALE4 GRADING AT CONCRETE PAD

SLOPE (SEE PLAN)

VARIES (SEE PLAN)
6" MIN

FINISH
GRADE

6"
 M

IN
6"

 M
IN

AGGREGATE DRIVE
MDOT 21 AA 2 COMPACTED LIFTS
95% MODIFIED PROCTOR

FLUSH

COMPACTED
SUBGRADE

MECH
UNIT

CONC PAD
SEE ARCH

SLOPE OF 6" MIN DEPTH
WASHED LIMESTONE
AGGREGATE 1" - 3"

V
A

RI
ES

A
LL

 S
ID

ES

COMPACTED
SUBGRADE

NOT TO SCALE5 AGGREGATE EDGE DETAIL

12" MIN

SLOPE

6" MIN DEPTH
WASHED LIMESTONE
AGGREGATE 1" - 3"

COMPACTED
SUBGRADE

FLUSHFINISH
GRADE

FENCE POST

CONC FOOTING

LcI

EDGING

NOTE: SEE ARCH FOR
FENCE DETAIL.

FLUSH

NO SLOPE ON
CONC PAD
SEE PLAN FOR ELEVATION

2'-0" MIN
SUMP
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SILT FENCE

"PROPOSED CONSTRUCTION
STAGING AREA"
CONSTRUCTION FENCE
(LIMIT OF WORK)

PARKING LOT
IMPROVEMENTS

BY OTHERS

PARKING LOT
IMPROVEMENTS

BY OTHERS

TERMINATE FENCING
AT EXISTING BLDG

DO NOT BLOCK
ACCESS TO FD
SIAMESE CONNECTION

MAINTAIN EXISTING
TRANSFORMER

PROPOSED
GRAVEL DRIVE
SEE DETAIL 3 THIS
SHEET

CONCRETE PAD
FOR MECH EQUIPMENT
SEE GI004

CHAIN LINK FENCE
AND GATE
SEE G1004

56'-9"

38'-9"

10'-0"

12'-0"

R17'-0" R35'-0"

23'-4"

23'-0"

R10'-0"

R30'-0"

AGGREGATE EDGE
SEE DETAIL 5 THIS SHEET

EXISTING
BUILDING

EXISTING
ROAD

HAY BALE AND
SILT FENCE AT
EXISTING CULVERT

MAINTAIN EXISTING
TRANSFORMER

AGGREGATE BED
SEE DETAIL 5 THIS SHEET

EXISTING
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EXISTING
PAVEMENT
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882+

883+

+882
+883

+884+882.55

88
1

RIM EL=880.50

+884.43

+884.35

+883.86

884.43
TP 884.35

TP

884.35
TP

+883.82
+883.86

882

ADJUST IE 877.34

88
3

88
4

+884.35

884.50

ADJUST
RIM EL = 884.28

ADJUST
RIM EL = 883.97

884.04883.73

884.50

884.43
TP

SEED OR
SOD

SEED OR
SOD

SEED OR
SOD

SEED OR
SOD

NOTES:

1. MATCH PROPOSED GRADES AT EDGE
OF EXISTING PAVEMENT.  FIELD VERIFY GRADES.

2. REMOVE LENGTH OF EXISTING 18" CULVERT
TO PROPOSED INVERT ELEVATION.  FIELD VERIFY
GRADES AND INVERTS.

3. SEED OR SOD ALL WORK AREAS.

PROPOSED
CATCH BASIN

EXISTING
PAVEMENT

EXISTING
PAVEMENT
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ABBREVIATION DESCRIPTION

ARCHITECTURAL ABBREVIATION LIST

ABRSV THRESH ABRASIVE THRESHOLD

DESCRIPTIONABBREVIATION

ACI AMERICAN CONCRETE INSTITUTE
ACOUS INSUL ACOUSTICAL INSULATION

ANOD ANODIZED

ACOUS PNL ACOUSTICAL PANEL
ACS DR ACCESS DOOR
ACS PNL ACCESS PANEL
ACST ACOUSTIC
ACST SLNT ACOUSTIC SEALANT
ADA AMERICANS W/ DISABILITIES ACT
ADDL ADDITIONAL

ADDN ADDITION
ADJ ADJACENT

BLKG BLOCKING

BITUM BITUMINOUS

BM BEAM

BLDG BUILDING

BR BEDROOM

CATCH BASIN
CATHETERIZE, CATHETER, CATHERTERIZATION

CB
CATH

COMPRESSED AIR
CENTER TO CENTER

CA
C TO C

CEM
CER

CEMENT
CERAMIC

CH BD CHALK BOARD

CIRCLE, CIRCULAR, CIRCULATION
CAST IRON

CIR
CI

CENTERLINECL
CONTROL JOINTCJ

CHKD CHECKERED

CFMF
CG

COLD-FORMED METAL FRAMING
CORNER GUARD

EMBEDMENTEMBED

ENTR ENTRANCE
ENCL ENCLOSURE, ENCLOSED

FIRE HOSE CABINET
FLAT HEAD
FIRE EXTINGUISHER CABINET

FHC
FH
FEC

FOUNDATION
FLOOR DRAIN
FACE TO FACE

FDTN
FD
F/F

GLAZED CURTAINWALL

GAGE

GCW

GA

HEXAGON
HARDWARE
HEAVY-DUTY

HOLLOW METAL

HOSE BIBB

HEX
HDW
HD

HM

HB

INTRAVENOUSIV

INDUSTRIAL WASTEIND W

JC JANITOR'S CLOSET

KITCHENKIT

KICKPLATE
KILOMETER

KP
km

MEZZANINE

MEDICINE, MEDICAL, MEDICATION

MEZZ

MED

MAXIMUMMAX

METAL CEILING (LINEAR)

MISCELLANEOUS CHANNEL

MCL

MC

MAGNET, MAGNETICMAG

NOURISHMENT
NOMINAL

NUMBER

NOUR
NOM

NO.

NOT IN CONTRACT

NORTH

NATIONAL FIRE PROTECTION ASSOCIATION
NORTHEAST

NITROGEN

NIC
NFPA
NE

N2
N

OPENING

OUT TO OUT
OXYGEN

OPNG

O/O
O2

PAVING
PLANE OF WEAKNESS

PVG
PW

RECEPTORRCPTR
ROOF CONDUCTOR

RISER
RADIUS

RC

R
R

TOILET ROOM

TEMPERATURE

TOIL RM

TEMP
TELEPHONE

TREAD & RISER
TONGUE & GROOVE

TEL

T & R
T & G

UNLESS NOTED OTHERWISE

UNDERWRITERS LABORATORIES
UNIT HEATER

UNO

UL
UH

VENTILATING, VENTILATIONVENT

VOLUME
VITREOUS
VERIFY IN FIELD

VOL
VIT
VIF

WATERSTOP
WATER RESISTANT

WINDOW OPENING
WROUGHT IRON

WATERPROOFING
WORK POINT

WS
WR
WPFG
WP
WO
WI

LAVATORYLAV
LAMINATED

POUNDS

LAM

LBS

LABORATORY

SOUTHS

SHEETSHT
STEEL & IRON WORKSI

SERVICESER

SDG SIDING

SOUND ATTENUATION BLANKETSAB

SOIL BORING
SPRAY APPLIED FIREPROOFING

SCHED
SB
SAF

S-SHAPE STEEL MEMBERS

ABBREVIATION DESCRIPTION

A/C & VENT

ADDM ADDENDUM

g GRAM

LAB

MICHIGAN BUILDING CODEMBC

SH SHOWER

WEIGHTWT

NUMBERSNOS.

CABINET

MCA

CAB

MEDICAL COMPRESSED AIR

FIRE EXTINGUISHERFE

INVERT ELEVATIONINV EL

MACHINEMACH

OF/OI
OWNER FURNISHED / CONTRACTOR INSTALLEDOF/CI
OWNER FURNISHED / OWNER INSTALLED

ELEVATORELEV

ABBREVIATION DESCRIPTION

AFF ABOVE FINISHED FLOOR
AGGR AGGREGATE

ANES ANESTHESIA, ANESTHESIOLOGY

ANSI AMERICAN NATIONAL STANDARDS INSTITUTE
APC ACOUSTICAL PANEL CEILING

ASTM AMERICAN SOCIETY FOR TESTING MATERIALS

AUTO AUTOMATIC
AVG AVERAGE

BC BOTTOM CHORD
BD BOARD

BF BARRIER FREE
BF BOTH FACES

BL BUILDING LINE

BT BENT
BTWN BETWEEN

BUR BUILT-UP ROOFING

BRKT BRACKET
BRZ BRONZE
BS BOTH SIDES

BOT BOTTOM

BSMT BASEMENT

BULLN BULLETIN

CLEANOUT

CONCRETE MASONRY UNIT

CO

CMU

CEILINGCLG

COL
COMPO

COLUMN
COMPOSITION

CO2 CARBON DIOXIDE

CONTRACTORCONTR

CONN
CONSTR

CONNECTION
CONSTRUCTION

CONC CONCRETE

CLOSET

cm

CLO

CENTIMETER

CONF CONFERENCE

CU CUBIC

CPT CARPET, CARPET (TILE)

CENTERED

CERAMIC TILE

CTRD

CT

CABINET UNIT HEATERCUH

CSK

CSS

COUNTER SUNK

CLINIC SERVICE SINK

CRCMF CIRCUMFERENCE

CPRS
CPS

COMPRESSIBLE, COMPRESSED
CARPET (SHEET)

CONTRACTOR FURNISHED / CONTRACTOR INSTALLED
CF/OI
CF/CI

CONTRACTOR FURNISHED / OWNER INSTALLED

CONT CONTINUATION, CONTINUE, CONTINUOUS

CORR CORRIDOR
COORD COORDINATE

CW COLD WATER

EYE WASH STATION

EXISTING TO REMAIN

EWS

ETR
EMERGENCY ROOMER

EXPS EXPOSED

EXTR EXTRUDED

EXP EXPANSION

EXHAUSTEXH

EMERGENCYEMER
EMERGENCY SHOWEREMER SHR
EMERGENCY SHOWER/EYE WASHEMER SHR/EWS

EQUIPMENT
EQUAL

EQUIP
EQ

EACH WAYEW
EWC
EWH

ELECTRIC WATER COOLER
ELECTRIC WATER HEATER

EXIST EXISTING
EXIST GR EXISTING GRADE

FACTORY MUTUAL
FLOOR
FLANGE

FM
FLR
FLG

FLASHING

FINISH, FINISHED
FIRE HOSE RACK / REEL

FLASH

FIN
FHR

FUTURE

FOOT, FEET

FUT

FT

FIBERGLASS REINFORCED PLASTIC
FIRE RATED

FRP
FR
FOC FACE OF COLUMN

GLASS, GLAZING
GALVANIZED IRON
GLAZED HOLLOW TILE

GR
GL
GI
GHT

GRADIENT
GRADE BEAM

GRL
GRAD
GR BM

GRADE

GYPSUMGYP
GRTG

GALVANIZEDGALV

GROUND FAULT CIRCUIT INTERRUPTER
GENERAL

GFCI
GEN

GRILLE
GRATING

HIGH POINTHPT

HEATERHTR
HEATING
HEIGHT

HTG
HT

HOURHR

HYDRANTHYD

HEATING, VENTILATION & AIR CONDITIONING
HOT WATER

HVAC
HW

HOSPITAL
HORIZONTAL, HORIZONTALLY

HOSP
HORIZ

HANDRAILHNDRL

HOLLOW STRUCTURAL SECTIONSHSS

INCH, INCHESIN.
ILLUMINATOR PANEL (FILM)ILLUM PNL

INCLUDED, INCLUDING, INCLUSIVEINCL

INSIDE FACEIF

INSULATION, INSULATEDINSUL

INVERTINV

KILOGRAMkg

LEFT HANDLH

LONG LEG HORIZONTAL
LOCKER

LONG

LINEAR

LLH
LKR

LG

LIN

LOUVER OPENINGLO

LIGHTWEIGHT

LONG LEG VERTICAL

LOW POINT

LT WT

LLV

LPT

LOUVERLVR
LIGHTINGLTG

METERm

MASONRYMAS

METALLIC, METALMTL
METAL FABRICATIONS
MULLION

MTL FAB
MULL

MILLIMETER
MISCELLANEOUS

MRT

mm
MISC

MTC METAL TOILET COMPARTMENTS
MARBLE THRESHOLD

MODIFIED BITUMENMOD BIT
MOISTURE RESISTANTMR

MINIMUMMIN

MANHOLEMH
MANUFACTURER
MANUFACTURING

MFR
MFG

MECHANICALMECH

MO MASONRY OPENING

NORTHWEST

NATIONAL SANITATION FOUNDATION
NOT TO SCALE

NW
NTS
NSF

NURSE STATIONNS

NOISE CRITERIANC

NITROUS OXIDEN2O

NATIONALNATL

OUNCE

ORNAMENTAL

OZ

ORN
OCCUPATIONAL SAFETY & HEALTH ADMINISTRATIONOSHA

ORIGINALORIG
OPERATING ROOMOR

OUTSIDE DIAMETEROD
ON CENTEROC

OBSERVATIONOBS

PARTITIONPRTN

POUNDS PER SQUARE INCH
POUNDS PER SQUARE FOOT

PSI
PSF

PROPERTY
PROJECT, PROJECTION

PROP
PROJ

PREPARTION
PREFABRICATED
PAIR
PANEL POINT
POSITION
PORTABLE

PNEUMATIC

PREP
PREFAB
PR
PP
POS
PORT

PNEU

PLASTIC LAMINATE

PLUMBING

PLAM

PLBG

PERMANENT
PERFORATED
PENDENT

PIECE

PERM
PERF
PEND

PC
PUSHBUTTON

POST ANESTHESIA UNIT

PB

PACU

PLATE GLASSPL GL

REFRIGERATORREF

RESILIENT
REQUIRED

REGISTER

RESIL
REQD

REG

REFERENCEREF

ROOF OPENINGRFO

RIGHT HAND REVERSE
ROOF HOSE BOX
RIGHT HAND

RHR
RHB
RH

ROOFING

REVISION

RFG

REV

ROUGH OPENINGRO

ROOF VENITLATOR

RAILROAD

RV

RR

ROUNDRND

REVERSERVS

STEELSTL
STORAGESTOR

STAGGERED
STC
STAG

STAINLESS STEELSST
SSK

SOUND TRANSMISSION CLASS

SERVICE SINK

SHEET METALSM

SQUARE
SPRINKLER
SPECIFICATION
SHAFT PARTITION

SQ
SPKLR
SPEC
SP

STD STANDARD

SYMMETRICALSYM

STRUCTURAL STEELSTRUCT STL

SWITCH
SOUTHWEST

SW
SW

SUSP SUSPENDED, SUSPENSION

SCHEDULE

SOUTHEASTSE

SECRETARY
SECTION

SECY
SECT

SIMILARSIM

SV SHEET VINYL

TRANSOMTRAN

TYPICALTYP
TELEVISIONTV

UNDERCABINETUC

URINALUR

VACUUMVAC

VINYL WALL COVERINGVWC

VERTICALVERT
VESTIBULEVEST

WALL GUARD
WASH FOUNTAIN

WOOD BLOCK FLOOR

WHEELCHAIR RADIUS

WG
WF

WCHRR

WBF

WALL HYDRANTWH

WIDE, WIDTH
WITHW/

W

W WEST

WITHOUTW/O

YARDYD

AIR CONDITIONING & VENTILATING

AB ANCHOR BOLT
ABRSV ABRASIVE

ADJS ADJUSTABLE

ALT ALTERNATE
ALUM ALUMINUM

APPROX APPROXIMATE
ARCH ARCHITECTURAL
ASPH ASPHALT

ATC ACOUSTICAL TILE CEILING

B PL BASE PLATE

BEV BEVELED

BLDG DAT BUILDING DATUM

BLW BELOW

BOS BOTTOM OF STEEL

CHANNELC

CLINICALCLIN

CLEARCLR

CONVEYORCNVR

CPW CARPET (WALL BASE)
CR CARD READER

CRS COURSE, COURSES

COMPUTED TOMOGRAPHYCT

CTR
CTB

CENTER, CENTRAL
CERAMIC TILE BASE

EXTNG EXTINGUISHER
EXT EXTERIOR, EXTERNAL

EXCAVATE, EXCAVATIONEXC

FIXTUREFIXT
FALSE JOINTFJ

FURNITUREFURN
FOOTINGFTG

FIREPROOFINGFRPFG
FIRE RETARDANT TREATED WOODFRTW

HIGHH

HIGHWAYHWY

INSIDE DIAMETERID
INTERNATIONAL BUILDING CODEIBC

INTERMEDIATEINTRM
INTERLOCKINTLK

ANGLEL

LEFT HAND REVERSELHR

LIGHTLT

MATERIALMATL

MARBLEMAR

METAL CEILING (PAN)MCP

MEMBRANEMEMB
MEMBRANE ROOFINGMEMB RFG

MISCELLANEOUS IRONMI

NIGHT LIGHTNL

OBSCURE GLASSOBSC GL
OBSERVATION WINDOWOBW

OUTSIDE FACEOF

OFFICEOFF
OVERFLOW ROOF CONDUCTOROFRC
OVERFLOW ROOF SUMPOFRS
OVERHEAD DOOROH DR
OPPOSITE HANDOPH

PIECESPC'S

PROPERTY LINEPL
POINT OF INTERSECTIONPI

PLASTERPLAS

PLASTIC LAMINATE TOILET COMPARTMENTSPLTC
PLATE, PLATEDPLT

PLYWOODPLYWD
PERMANENT METAL FORMPMF

PROCESS, PROCESSINGPROC

PANELPNL
PORCELAINPORC

PAINTPT
PATCH TO MATCH EXISTINGPTME
POLYVINYL CHLORIDEPVC

QUARRY TILEQT

RESILIENT BASERB

RECEIVINGRCVG

REINFORCE, REINFORCED, REINFORCINGREINF

ROOMRM

RESILIENT SHEET FLOORINGRSF
RESILIENT TILE FLOORINGRTF
RETAININGRTNG
ROOF TOP UNITRTU

RECESS, RECESSEDREC

SLIDINGSLDG
SLIDING WINDOWSLDG WDW
SEALANTSLNT
SHORT LEG VERTICALSLV

STATIONSTA

STIFFENERSTIF

STRUCTURALSTRUCT

TREADT

TOILET ACCESSORIESTA

TOP OF RAIL (ELEVATION)TOR

TOP OF WALL (ELEVATION)TOW
TOP OF STEEL (ELEVATION)TOS

TOILETTOIL
TOP OF CONCRETE (ELEVATION)TOC
TACKBOARDTK BD
THRESHOLDTHRESH
THICKNESS, THICKTHK
THREADTHD
TERRAZZOTERR

UNLESS NOTEDUN

W WIDE FLANGE SHAPES

WALL TO WALLW/W

WATER CLOSETWC

WOODWD

WT-SHAPE MADE FROM W-SHAPE STEEL MEMBERWT
WAITINGWTG
WEATHERPROOFWTHPRF
WELDED WIRE REINFORCEMENTWWR

CSK CUP SINK

DIMENSION
DIFFUSER

DIAMETER

DIM
DIFF

DIA

DEGREEDEG

DISTANCE

DRINKING FOUNTAIN
DETAIL
DEPARTMENT
DEMOLISH, DEMOLITION

DIST

DF
DET
DEPT
DEMO

DOUBLE ACTING DOOR
DECIBEL

DBL ACT DR
dB

DISTILLED WATER

DRAIN TILE
DOWNSPOUT

DW

DT
DS

DUTCH DOORDTCH DR

DOWN
DAMPROOFING

DIONIZED WATER

DN
DMPF

DIW

DECAY RETARDANT WOODDRW

DRAWINGDWG
DOWELDWL

DECONTAMINATIONDECON

DIAGONALDIAG
DIAPHRAGMDIAPH

DEAD LOADDL

DOOR OPENINGDO
DOORDR

LENGTHL

NARCOTICSNARC

1. 2. 2. LARGE SCALE
1. SMALL SCALE
GRAVEL

EARTH OR FILL

SAND
PLASTER OR
PRECAST,

CONCRETE

BLOCK (CMU)

BRICK

GENERAL NOTES

1.

1.

1.

2.

2.

2.

FINISHED WOOD

2. DISCONTINUOUS
1. CONTINUOUS
WOOD BLOCKING

2. LARGE SCALE
1. SMALL SCALE
ALUMINUM

2. LARGE SCALE
1. SMALL SCALE
STEEL

ELEVATION
ALL METAL IN

SYMBOL DESCRIPTIONDESCRIPTION SYMBOL

ARCHITECTURAL SYMBOLS

DIMENSIONS -
TAKE FIELD MEASUREMENTS TO VERIFY EXISTING CONDITIONS

RECEIVE CERTIFIED OR ACCEPTED EQUIPMENT DWGS PRIOR TO PROCEEDING
W/ AFFECTED WORK.

REVIEW DIMENSIONS SHOWN ON CONTRACT DRAWINGS, SHOP DRAWINGS &
SUBMITTALS.  REPORT INCONSISTENCIES TO A/E AND RECEIVE CLARIFICATION
PRIOR TO PROCEEDING.

VERIFY SIZES OF OPENINGS, CURBS, BASES, RECESSES, ANCHOR BOLT SIZES &
LOCATIONS.

1.

2.

3.

4.

DIMENSIONS FOR MASONRY CONSTRUCTION ARE NOMINAL & DO NOT INCLUDE
SURFACE FINISHES.

SHEET NUMBERS INDICATED AT SECTIONS OR DETAILS ARE FOR CONVIENCE
ONLY & ARE NOT NECESSARILY INTENDED TO IDENTIFY ALL CONDITIONS WHERE
THE SECTION OR DETAIL MAY BE REFERENCED.

LOCATE STL FRAMES A MIN OF 4" OFF CORNER TO BACK OF FRAME UNLESS
OTHERWISE INDICATED.

INFORMATIONINFO

RADIOGRAPHY & FLUOROSCOPYRF

PAVEMENTPAVT

MAGNETIC RESONANCE IMAGINGMRI

KEY SWITCHKS

HOUSEKEEPINGHSKPG

CH COAT HOOK

CR CHAIR RAIL

CRIT CRITICAL

B/B BACK TO BACK

CONDUITCND

A/E ARCHITECT-ENGINEER

AHU AIR HANDLING UNIT

GUARDRAILGDR

ROOF SUMPRS

UNDERGROUNDUGND

ELECTRICAL, ELECTRONIC

EXPANSION JOINT

ELEVATION
ELEC

EJ

EL

EACH FACE

ELECTRO-CARDIOGRAM

EF

EKG

EACH
EAST

EA

EIFS EXTERIOR INSULATION & FINISH SYSTEM

COLUMN CENTER
LINES

EXISTING COLUMN
CENTER LINES

FLOOR ELEVATION
OR WORK POINT
REFERENCE

DIRECTION OF
FUTURE EXPANSION

CONTINUATION
ARROW

COMBINED ROOM
ELEVATION SYMBOL

DETAIL IDENTIFICATION
- DETAIL NUMBER ON TOP,
  SHEET WHERE DETAIL
  OCCURS AT BOTTOM

BUILDING SECTION CUT
- ie., SECTION A-A
  ON SHEET A-301

PROJECT NORTH
- TRUE NORTH IS
  INDICATED ONLY
  ON SITE PLAN

ROOM NUMBER

PARTITION TYPE

ROOF OPENING
IDENTIFIER

CEILING HEIGHT
INDICATOR

TOILET ROOM
ACCESSORY
IDENTIFIER

DETAIL OR PLAN
ENLARGEMENT
- ie., DETAIL 5 ON
  SHEET A-503

WALL SECTION / DETAIL CUT
- ie., DETAIL 2 ON
  SHEET A-501
- VIEW IS IN DIRECTION
  OF TAIL

CONSTRUCTION
NOTE; KEYNOTE

REVISION CLOUD

DOOR

EXISTING DOOR TO
BE REMOVED

EXISTING DOOR TO
REMAIN

EXISTING WALL TO
BE REMOVED

FENCE OR WIRE
MESH PARTITION

EXISTING FENCE
OR WIRE MESH
PARTITION

S

LIGHT FIXTURES -
SEE ELECT SYMBOL
LIST FOR TYPES

FIRE ALARM &
COMMUNICATION -
SEE ELECT SYMBOL
LIST FOR TYPES

HVAC & FIRE
PROTECTION - SEE
MECH SYMBOL LIST
FOR TYPES

EQUIPMENT
IDENTIFIER

INDICATES WARPED
SURFACE ON ROOF
PLANS OR ON
CONCRETE SURFACE

EQUIP BY OWNER
UNLESS NOTED
OTHERWISE

MODEL RM IDENTIFIER
- MODEL ROOM
  NUMBER ON TOP &
  SHEET WHERE MODEL
  

EXTERIOR
ELEVATION SYMBOL

DOOR SCHEDULE
KEYNOTE

A DOOR NUMBER SUFFIX

A-201
2

A-301
A

A-301
A

A-503
5

A-503
5

A-201
4

OPPOSITEOPP

1. 2. 2. LOOSE OR BATT
1. RIGID
INSULATION

3. 3. FOAMED-IN-PLACE

FOAMED-IN-PLACEFIP

GOVERNMENT FURNISHED / GOVERNMENT INSTALLEDGF/GI

r
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A

B

C

D

E

F

1234567

EXISTING DOCK B

EXISTING DOCK A

TRUCK WELL

TRUCK WELL

EXIST
OFFICE

104

WALK WAY

EX
 D

RA
IN

EX
 D

RA
IN

EX COMPRESSOR

EX
 P

UM
P

EX
 P

UM
P

PUMPS
EX  2

PUMPS
EX 3

EX
 H

EA
T 

RE
C

PU
M

PS

EX HOT
WATER WATER

EX SOFT

PUMP
EX CONDENSATE

EX AIR
DRYER

EX
 P

LA
TF

O
RM

 8
' A

FF

SOILED LINEN IN

CLEAN LINEN OUT

EXIST
IRM

108HB

EXIST
MAIL

ROOM
108H

EXIST
A&MM

WAREHOUSE
108

EXIST
LUNCH ROOM

108A

EXIST
SECRETARY

108B

EXIST
OFFICE
108C

EXIST
MECH
108E

EXIST
HKA
108D

EXIST JC
108AB

EXIST
BOILER
111E

EXIST
MECH
111R

EXIST
MECH
MAINT

117

EXIST
SURGICAL
PACKING

116

EXIST
MEN
115

EXIST
WOMEN

114 EXIST
JAN
112B

EXIST
VENDING

ROOM
112A

EXIST
BREAKROOM

112

EXIST
ENTRY
C11
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ENLARGED PLAN:
DEMOLITION FLOOR PLAN, SEE SHT AD102
FLOOR PLAN, SEE SHT AE102
REFLECTED CEILING PLAN, SEE SHT 112

ENLARGED PLAN:
DEMOLITION FLOOR PLAN, SEE SHT AD101
FLOOR PLAN, SEE SHT AE101
REFLECTED CEILING PLAN, SEE SHT AE111
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A&MM
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108

EXIST
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108J

EXIST
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108HA

EXIST
CLEAN

PRODUCTION
111

EXIST
VEST
C11A

EXIST
CHEMICAL 
STORAGE

111S

EXIST
CHEMICAL 
STORAGE

111T

TYPICAL AT ADMIN
BUILDING

PREP OPENING TO
RECEIVE NEW DOOR
AND STL FRAME

TYPICAL THROUGHOUT EXIST
CLEAN PRODUCTION
(ROOM 111).  SEE GENERAL
NOTES 3 & 4

REMOVE EXISTING STEEL DOOR AND FRAME,
CMU WALLS, ROOF FRAMING, CEILING,
TOILET ROOM FIXTURES, AND PLUMBING
STUBS.  SALVAGE EXISTING ACCESSORIES IN
GOOD CONDITION.  CAP PLUMBING BELOW
FLOOR AND PATCH AND REPAIR CONC SLAB
TO PROVIDE SMOOTH SURFACE &

REMOVE EXISTING ALUM STOREFRONT
GLAZED VESTIBULE AND SINGLE LEAF
ALUM DOOR.  TAKE CARE NOT TO
DAMAGE EXISTING VINYL TILE FLOOR.

REMOVE EXISTING STEEL DOCK LEVELER &
CONTROL EQUIPMENT.  PREP EXISTING CONC
DOCK LEVELER PIT TO RECEIVE NEW DOCK
LEVELER.  REPAIR DAMAGED LOADING
DOCK ACCESSORIES INCLUDING DOCK
SEAL, BUMPERS, AND STEEL SECTIONAL
DOOR.

RELOCATED EXISTING
COMMUNICATIONS EQUIPMENT

RELOCATE EXISTING ELECTRICAL
EQUIPMENT AS REQUIRED FOR NEW
SECURE COMM ROOM

REMOVE EXISTING
DAMAGED EWC, CAP AT
WALL

REMOVE EXISTING
ENCLOSURE AND
RELOCATE
PIPING/CONDUIT
WITHIN WALL CAVITY.

PREP OPENING TO
RECEIVE NEW DOOR
AND STL FRAME

DEMOLITION NOTES

REMOVE EXISTING TOILET PARTITIONS AND GRAB BARS.
SALVAGE GRAB BARS FOR REINSTALLATION.

REMOVE EXISTING PLUMBING FIXTURES.

REMOVE EXISTING FIBERGLASS SHOWER SURROUND AND
FIXTURES.  PATCH AND REPAIR CONC SLAB TO PROVIDE
SMOOTH TRANSITION AND RECEIVE NEW FINISH.  PATCH
AND REPAIR EXISTING WALLS TO RECEIVE NEW FINISH.

4

5

6

REMOVE EXIST ALUM WINDOWS INCLUDING SASH, FRAMES,
AND ANY WINDOW TREATMENT (SHADES). MAINTAIN EXIST
MASONRY OPENING AND SILL.

8

REMOVE EXISTING PIPE/FLOOR DRAIN - CLOSE CORE IN
EXIST CONCRETE FLOOR AS REQ'D.

9

REMOVE EXISTING CERAMIC TILE FLOORING AND PREP
CONC SLAB TO RECEIVE NEW FLOOR FINISH.

29

REMOVE EXISTING CERAMIC WALL TILE AND PREP WALL TO
RECEIVE NEW FINISH.

30

REMOVE EXISTING SHELF AND SHELF SUPPORT7

REMOVE EXISTING ACOUSTIC CEILING PANELS, SUSPENDED
METAL GRID, HANGERS, MECHANICAL DIFFUSERS, AND
LIGHT FIXTURES.  SALVAGE AND STORE LIGHT FIXTURES FOR
REINSTALLATION.

21

REPAIR DEMOUNTABLE WALL PARTITIONS TO PROVIDE
FLUSH SURFACE AND PREP TO RECEIVE NEW WALL FINISH.
REMOVE ALL SURFACE MOUNTED WIRE MOLDINGS,
CONDUITS, AND JUNCTION BOXES AND RE-INSTALL FLUSH
WITH FACE OF DEMOUNTABLE WALL PARTITION.

22

REMOVE EXISTING CARPET AND PADDING.  PREP FLOOR TO
RECEIVE NEW FLOOR FINISH.

24

REMOVE, SALVAGE, CLEAN AND REINSTALL  EXISTING
OFFICE SYSTEM FURNITURE AND MOUNTING TRACKS.

1

PATCH AND REPAIR BRICK MASONRY WALL AS REQUIRED
TO MATCH EXISTING TYPICAL.

2

COORDINATE WITH PLUMBING DWGS FOR CONC SLAB DEMOLITION
REQUIRED FOR REMOVING OR ADDING PLUMBING FIXTURES &
UNDERGROUND PLUMBING.

3

REMOVE EXISTING VINYL BASE TRIM AT PERIMETER WALLS.
PREP TO RECEIVE NEW BASE TRIM.

23

PATCH AND REPAIR EXISTING VINYL TILE FLOOR TO MATCH
EXISTING.

25

DEMOLITION FINISH NOTES

CLEAN EXISTING WOOD GRAIN WALL PANEL.26

REMOVE EXISTING VINYL FLOOR MATERIAL AND ADHESIVE.
PREPARE CONCRETE SLAB TO RECEIVE NEW FLOOR FINISH.

20

REMOVE EXISTING FINISH FROM STEEL DOOR AND FRAME.
REPAIR AND PREP EXISTING DOOR AND FRAME TO RECEIVE
NEW PAINTED FINISH.  REPAIR OR REPLACE EXISTING DOOR
HARDWARE PER DOOR SCHEDULE.

28

REMOVE EXISTING DOOR AND STEEL FRAME.10

REPAIR AND RE-FEED EXPOSED WIRE MOLDINGS AND
CONDUITS SURFACE MOUNTED TO BRICK MASONRY WALL.
PAINT TO MATCH SURROUNDING WALL FINISH.  REMOVE
MOLDINGS AND CONDUITS CONTAINING WIRING NOT IN
SERVICE.

11

REMOVE EXISTING WORKING SURFACE FROM EXISTING
MILLWORK.  SALVAGE EXISTING PLUMBING FIXTURES TO BE
REINSTALLED..  THOROUGHLY CLEAN AND REPAIR EXISTING
BASE CABINET.  PREP TO RECEIVE NEW SOLID SURFACE
WORKING SURFACE

12

REMOVE EXISTING MILLWORK13

PREPARE EXISTING CMU WALL TO RECEIVE NEW FINISH.31

REMOVE EXISTING VINYL TILE FLOOR AND ADHESIVE.
PREPARE CONC SLAB TO RECIEVE NEW FLOOR FINISH.

27

LEGEND
EXISTING STEEL STUD
WALL TO BE REMOVED

EXISTING CMU WALL TO
BE REMOVED

EXISTING DEMOUNTABLE
PARTITION TO BE REMOVED

SALVAGE DOOR HARDWARE FOR REUSE.14

REMOVE EXISTING ALUM SLIDING DOOR15

REMOVE EXISTING METAL COILING DOOR, HOOD &
OPERATOR

16

REMOVE EXIST CMU TO
ACCOMMODATE REQUIRED BF
DOOR CLEARANCE. PATCH, REPAIR
& PAINT WALL AS REQUIRED

REMOVE EXIST
LOCKERS

PROVIDE OPENINGS IN
EXIST CMU WALL FOR
DUCTWORK, REFER TO
SHEET AE201 FOR SIZES
AND LOCATION AND
COORD/ VERIFY
W/ MECH

018

017

GENERAL DEMO PLAN NOTES
REMOVE WALLS, PARTITIONS, CEILINGS, AND FIXTURES AS INDICATED BY DASHED
LINES.                                           ALSO REFER TO SHT AE001

1.

DEMOLITION WORK IS NOT NECESSARILY LIMITED TO WHAT IS SHOWN ON THE
DEMOLITION PLANS.  REMOVE ARCHITECTURAL, MECHANICAL AND ELECTRICAL
ITEMS AS REQUIRED TO FACILITATE NEW CONSTRUCTION.

FOR ALL EXIST PARTITIONS TO REMAIN IN THE AREA OF WORK, COORDINATE
REMOVAL OF FINISH TREATMENTS INCLUDING ADHESIVES. COORDINATE WITH
CONSTRUCTION PLANS AND ROOM FINISH SCHEDULE.

2.

5.

REMOVE EXISTING VINYL FLOOR FINISH AND ADHESIVES THROUGHOUT LAUNDRY
PROCESS AREA.  PATCH AND REPAIR CONCRETE SLAB TO PROVIDE CLEAN, FLUSH
SURFACE FOR NEW NON-SLIP EPOXY FLOOR FINISH. ALSO REFER TO SPECIFICATION
SECTION 09 67 23.20

3.

CONTRACTOR TO COORDINATE WITH  THE  REMOVAL OF  PROCESS EQUIPMENT
DONE BY OTHERS SO THAT FLOOR PREPARATION & INSTALLATION  IS PERFORMED
AFTER THE EQUIPMENT IS REMOVED .CONTRACTOR SHALL REMOVE ALL EXIST
FLOOR FINISH AND ADHESIVES FINISH, EXCEPT WHERE INACCESSIBLE UNDER
REMAINING EXIST EQUIPMENT - VERIFY W/ COR.

4.

PATCH AND REPAIR EXIST PARTITIONS, SURFACES, CEILING, ETC TO ACHIEVE
UNINTERRUPTED SURFACES. CONTRACTOR SHALL FIELD SURVEY EXIST REMAINING
PARTITIONS TO IDENTIFY AREAS OF LOOSE AND DAMAGED SURFACES.

REMOVE MISCELLANEOUS WALL MOUNTED ACCESSORIES, INCLUDING BUT NOT
LIMITED TO SIGNAGE, TACK BOARDS, CLOCKS, SOAP DISPENSERS, PAPER TOWEL
DISPENSERS, TOILET PAPER DISPENSERS, ETC. STORE SALVAGEABLE ITEMS IN
BUILDING AS DIRECTED BY OWNER.

FIELD VERIFY EXACT LOCATION, SIZE, AND TYPE OF EXISTING UNDERGROUND
UTILITIES SERVING EXISTING BUILDING.  PROTECT EXISTING UTILITIES FROM DAMAGE
DURING CONSTRUCTION.

INFILL EXIST CONCRETE SLAB CORES FROM DEMOLISHED JUNCTION BOXES AND
PIPE RISERS TO MATCH AND ALIGN WITH EXISTING ADJACENT SLAB. VERIFY SIZE IN
FIELD.

REMOVE EXISTING INTERIOR WOOD DOORS AT ADMIN OFFICE AND VENDING
TYPICAL.  REPAIR STEEL DOOR FRAMES AND PREP TO RECEIVE NEW FINISH AND
WOOD DOOR.  REPAIR OR REPLACE EXISTING DOOR HARDWARE PER
SPECIFICATIONS.

6.

7.

8.

9.

10.

REFER TO SPECIFICATIONS IN DIVISION 02 FOR PROCEDURES REGARDING
ENCOUNTERING HAZARDOUS MATERIALS & COORD W/ REPORTS IN SPECIFICATIONS.

11.

r
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DEMOLITION NOTES

REMOVE EXISTING TOILET PARTITIONS AND GRAB BARS.
SALVAGE GRAB BARS FOR REINSTALLATION.

REMOVE EXISTING PLUMBING FIXTURES.

REMOVE EXISTING FIBERGLASS SHOWER SURROUND AND
FIXTURES.  PATCH AND REPAIR CONC SLAB TO PROVIDE
SMOOTH TRANSITION AND RECEIVE NEW FINISH.  PATCH
AND REPAIR EXISTING WALLS TO RECEIVE NEW FINISH.

4

5

6

REMOVE EXIST ALUM WINDOWS INCLUDING SASH, FRAMES,
AND ANY WINDOW TREATMENT (SHADES). MAINTAIN EXIST
MASONRY OPENING AND SILL.

8

REMOVE EXISTING PIPE/FLOOR DRAIN - CLOSE CORE IN
EXIST CONCRETE FLOOR AS REQ'D.

9

REMOVE EXISTING CERAMIC TILE FLOORING AND PREP
CONC SLAB TO RECEIVE NEW FLOOR FINISH.

29

REMOVE EXISTING CERAMIC WALL TILE AND PREP WALL TO
RECEIVE NEW FINISH.

30

REMOVE EXISTING SHELF AND SHELF SUPPORT7

REMOVE EXISTING ACOUSTIC CEILING PANELS, SUSPENDED
METAL GRID, HANGERS, MECHANICAL DIFFUSERS, AND
LIGHT FIXTURES.  SALVAGE AND STORE LIGHT FIXTURES FOR
REINSTALLATION.

21

REPAIR DEMOUNTABLE WALL PARTITIONS TO PROVIDE
FLUSH SURFACE AND PREP TO RECEIVE NEW WALL FINISH.
REMOVE ALL SURFACE MOUNTED WIRE MOLDINGS,
CONDUITS, AND JUNCTION BOXES AND RE-INSTALL FLUSH
WITH FACE OF DEMOUNTABLE WALL PARTITION.

22

REMOVE EXISTING CARPET AND PADDING.  PREP FLOOR TO
RECEIVE NEW FLOOR FINISH.

24

REMOVE, SALVAGE, CLEAN AND REINSTALL  EXISTING
OFFICE SYSTEM FURNITURE AND MOUNTING TRACKS.

1

PATCH AND REPAIR BRICK MASONRY WALL AS REQUIRED
TO MATCH EXISTING TYPICAL.

2

COORDINATE WITH PLUMBING DWGS FOR CONC SLAB DEMOLITION
REQUIRED FOR REMOVING OR ADDING PLUMBING FIXTURES &
UNDERGROUND PLUMBING.

3

REMOVE EXISTING VINYL BASE TRIM AT PERIMETER WALLS.
PREP TO RECEIVE NEW BASE TRIM.

23

PATCH AND REPAIR EXISTING VINYL TILE FLOOR TO MATCH
EXISTING.

25

DEMOLITION FINISH NOTES

CLEAN EXISTING WOOD GRAIN WALL PANEL.26

REMOVE EXISTING VINYL FLOOR MATERIAL AND ADHESIVE.
PREPARE CONCRETE SLAB TO RECEIVE NEW FLOOR FINISH.

20

REMOVE EXISTING FINISH FROM STEEL DOOR AND FRAME.
REPAIR AND PREP EXISTING DOOR AND FRAME TO RECEIVE
NEW PAINTED FINISH.  REPAIR OR REPLACE EXISTING DOOR
HARDWARE PER DOOR SCHEDULE.

28

REMOVE EXISTING DOOR AND STEEL FRAME.10

REPAIR AND RE-FEED EXPOSED WIRE MOLDINGS AND
CONDUITS SURFACE MOUNTED TO BRICK MASONRY WALL.
PAINT TO MATCH SURROUNDING WALL FINISH.  REMOVE
MOLDINGS AND CONDUITS CONTAINING WIRING NOT IN
SERVICE.

11

REMOVE EXISTING WORKING SURFACE FROM EXISTING
MILLWORK.  SALVAGE EXISTING PLUMBING FIXTURES TO BE
REINSTALLED..  THOROUGHLY CLEAN AND REPAIR EXISTING
BASE CABINET.  PREP TO RECEIVE NEW SOLID SURFACE
WORKING SURFACE

12

REMOVE EXISTING MILLWORK13

PREPARE EXISTING CMU WALL TO RECEIVE NEW FINISH.31

REMOVE EXISTING VINYL TILE FLOOR AND ADHESIVE.
PREPARE CONC SLAB TO RECIEVE NEW FLOOR FINISH.

27

LEGEND
EXISTING STEEL STUD
WALL TO BE REMOVED

EXISTING CMU WALL TO
BE REMOVED

EXISTING DEMOUNTABLE
PARTITION TO BE REMOVED

SALVAGE DOOR HARDWARE FOR REUSE.14

REMOVE EXISTING ALUM SLIDING DOOR15

REMOVE EXISTING METAL COILING DOOR, HOOD &
OPERATOR

16

GENERAL DEMO PLAN NOTES
REMOVE WALLS, PARTITIONS, CEILINGS, AND FIXTURES AS INDICATED BY DASHED
LINES.                                           ALSO REFER TO SHT AE001

1.

DEMOLITION WORK IS NOT NECESSARILY LIMITED TO WHAT IS SHOWN ON THE
DEMOLITION PLANS.  REMOVE ARCHITECTURAL, MECHANICAL AND ELECTRICAL
ITEMS AS REQUIRED TO FACILITATE NEW CONSTRUCTION.

FOR ALL EXIST PARTITIONS TO REMAIN IN THE AREA OF WORK, COORDINATE
REMOVAL OF FINISH TREATMENTS INCLUDING ADHESIVES. COORDINATE WITH
CONSTRUCTION PLANS AND ROOM FINISH SCHEDULE.

2.

5.

REMOVE EXISTING VINYL FLOOR FINISH AND ADHESIVES THROUGHOUT LAUNDRY
PROCESS AREA.  PATCH AND REPAIR CONCRETE SLAB TO PROVIDE CLEAN, FLUSH
SURFACE FOR NEW NON-SLIP EPOXY FLOOR FINISH. ALSO REFER TO SPECIFICATION
SECTION 09 67 23.20

3.

CONTRACTOR TO COORDINATE WITH  THE  REMOVAL OF  PROCESS EQUIPMENT
DONE BY OTHERS SO THAT FLOOR PREPARATION & INSTALLATION  IS PERFORMED
AFTER THE EQUIPMENT IS REMOVED .CONTRACTOR SHALL REMOVE ALL EXIST
FLOOR FINISH AND ADHESIVES FINISH, EXCEPT WHERE INACCESSIBLE UNDER
REMAINING EXIST EQUIPMENT - VERIFY W/ COR.

4.

PATCH AND REPAIR EXIST PARTITIONS, SURFACES, CEILING, ETC TO ACHIEVE
UNINTERRUPTED SURFACES. CONTRACTOR SHALL FIELD SURVEY EXIST REMAINING
PARTITIONS TO IDENTIFY AREAS OF LOOSE AND DAMAGED SURFACES.

REMOVE MISCELLANEOUS WALL MOUNTED ACCESSORIES, INCLUDING BUT NOT
LIMITED TO SIGNAGE, TACK BOARDS, CLOCKS, SOAP DISPENSERS, PAPER TOWEL
DISPENSERS, TOILET PAPER DISPENSERS, ETC. STORE SALVAGEABLE ITEMS IN
BUILDING AS DIRECTED BY OWNER.

FIELD VERIFY EXACT LOCATION, SIZE, AND TYPE OF EXISTING UNDERGROUND
UTILITIES SERVING EXISTING BUILDING.  PROTECT EXISTING UTILITIES FROM DAMAGE
DURING CONSTRUCTION.

INFILL EXIST CONCRETE SLAB CORES FROM DEMOLISHED JUNCTION BOXES AND
PIPE RISERS TO MATCH AND ALIGN WITH EXISTING ADJACENT SLAB. VERIFY SIZE IN
FIELD.

REMOVE EXISTING INTERIOR WOOD DOORS AT ADMIN OFFICE AND VENDING
TYPICAL.  REPAIR STEEL DOOR FRAMES AND PREP TO RECEIVE NEW FINISH AND
WOOD DOOR.  REPAIR OR REPLACE EXISTING DOOR HARDWARE PER
SPECIFICATIONS.

6.

7.

8.

9.

10.

REFER TO SPECIFICATIONS IN DIVISION 02 FOR PROCEDURES REGARDING
ENCOUNTERING HAZARDOUS MATERIALS & COORD W/ REPORTS IN SPECIFICATIONS.

11.

REMOVE EXISTING
LOCKERS

REMOVE EXISTING
MILLWORK

REMOVE 12" CMU - SUPPORT
HEAD AND PREP OPNG AS
REQ'D FOR NEW 6'-0" DOOR &
FRAME

REMOVE 8" CMU - SUPPORT
HEAD AND PREP OPNG AS
REQ'D FOR NEW 3'-0" DOOR &
FRAME

REMOVE EXISTING
8" CMU WALL

REMOVE EXISTING
WALL MOUNTED
COAT RACK

REMOVE EXISTING
GYP BD ON STL
STUD WALL

REMOVE WALL
MTD WD BENCH

REMOVE EXISTING
GYP BD ON STL
STUD WALL

REMOVE EXISTING
FURNITURE
RETAIN EXISTING
EQUIPMENT AND
APPLIANCES

PROVIDE OPENINGS IN EXIST CMU WALL FOR
DUCTWORK, REFER TO SHEET AE201 FOR SIZES
AND LOCATION ALSO COORD/ VERIFY W/
MECH

REMOVE 8" CMU - SUPPORT
HEAD AND PREP OPNG AS
REQ'D FOR NEW 3'-0" DOOR &
FRAME & 4'-0" WINDOW

015

012

011

006
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EXISTING CHEMICAL DELIVERY
VALVES IN METAL BOX

EXISTING 2'-0"
HIGH CMU WALL

EXISTING 4'-0"
HIGH CMU WALL

EXISTING GAS VALVE LOCATED
INSIDE FENCED AREA

GENERAL NOTES
1. FOR REFINISHING OF ALL NEW AND EXISTING

ROOMS AND DEMOUNTABLE WALL PARTITIONS
IN ADMIN OFFICE, SEE INTERIOR FINISH SCHEDULE
ON SHEET IN600

2. FOR INFORMATION ON NEW AND EXISTING
DOORS, SEE DOOR SCHEDULE AND DETAILS ON
SHEET AE601.

3. PAINT ALL EXISTING STL PEDESTRIAN DOORS AND
FRAMES IN WAREHOUSE AND LAUNDRY UNLESS
NOTED OTHERWISE.

LEGEND

NEW WALL CONSTRUCTION -
SEE SHEET AE505 FOR PARTITION
TYPE

GENERAL NOTES - SECURE COMM RM 108I:

1. EXISTING COMM EQUIPMENT TO BE LEFT IN PLACE, REMAIN
OPERATIONAL, & BE PROTECTED DURING  CONSTRUCTION
2. PROVIDE NEW RACK, PROPERLY GROUNDED & NEW PATCH PANEL
3. REPLACE CABLE TRAY & ADD RADIUS DROP TO NEW RACK
4. RELOCATE FIBER TERMINATION BOXES TO RACK
5. COORDINATE CHANGE OVER W/ OWNER

EXTEND EXISTING 8'-0" HIGH
STEEL MESH PARTITION WALL
VERTICALLY TO UNDERSIDE OF
STEEL ROOF DECK (APPROX.
18'-8" AFF) - COPE AROUND STL
JOISTS AND BEAMS. PROVIDE
ADDITIONAL STL SUPPORT
FRAMING AND BRACING AS
REQUIRED

INSTALL NEW DOCK LEVELER IN
EXISTING DOCK LEVELER PIT

INSTALL 3'-0" X 3'-0" NEW
BF TRANSFER-TYPE
SHOWER AND GYP-BD ON
STL STUD PARTITIONS

INSTALL NEW
PAINTED STEEL DOOR
AND STL FRAME

INSTALL 3'-0" X 3'-0" BF
TRANSFER-TYPE SHOWER
AND GYP-BD ON STL
STUD PARTITIONS

INSTALL HIGH-LOW
BF EWC

EXISTING DOOR

NEW DOOR

INSTALLATION OF OFFICE
FURNITURE SYSTEMS TBD BY
OWNER

GYP BD ON METAL
FRAMING/FURRING -
FINISH TO MATCH
REFINISHED DEMOUNTABLE
PARTITIONS

NEW CLEAR ANODIZED
ALUM STOREFRONT GLAZED
VESTIBULE W/ PAIR OF FULL
GLAZED CLEAR ANODIZED
ALUM DOORS TO MATCH
EXISTING EXTERIOR DOORS

INSTALL THERMALLY BROKEN CLEAR
ANODIZED ALUM WINDOW W/ INSULATED
GLAZING UNIT IN 2'-0" W X 4'-0" H
MASONRY OPNG - TYPICAL 19 PLACES AT
ADMIN OFFICE - CONTRACTOR TO VERIFY
OPNG SIZE PRIOR TO FABRICATION.
INCLUDE SOLID SURFACE INTERIOR SILLS,
REFER TO DETAILS 8, 9 &10/ SHT AE601

INSTALL NEW GYP BD
PARTITIONS, FINISHES
AND FIXTURES AT BF
TOILET ROOM

INSTALL NEW WALL
FINISHES, PLUMBING
FIXTURES, AND
SALVAGED TOILET
ROOM  ACCESSORIES

EXISTING METAL FENCED
HVAC EQUIPMENT ENCLOSURE

EXISTING WALL

EXISTING HIGH
DENSITY STORAGE

EXISTING STORAGE
RACKS

EXISTING HIGH
DENSITY STORAGE

EXISTING LAUNDRY PROCESS
EQUIPMENT

EXISTING EQUIPMENT

INSTALL NEW SOLID SURFACE
COUNTERTOP, BACKSPLASH
& SIDESPLASH - REUSE
EXISTING SINK

EXISTING GYP BD
ON STL STUD WALLS

REFINISH EXISTING DEMOUNTABLE
PARTITION OVER BRICK MASONRY
WALL - SEE FINISH SCHED

EXIST
EWC

EXIST
FEC

EXISTING
EMERGENCY
EYEWASH AND
SHOWER

EXISTING ELEC PANEL

EXISTING SINK

EXISTING 8" CMU
WALL MAIL ROOM
ENCLOSURE

EXISTING 12" CMU WALL
CONFIRM FIRE-RATING

EXISTING 8" CMU
WALLS - CONFIRM
FIRE RATING

EXISTING GYP BD
ON STL STUD WALLS

INSTALL NEW WD VENEER
SOLID CORE DOOR IN
EXISTING PAINTED STL
FRAME AT ADMIN OFFICE -
TYPICAL 11 PLACES

INSTALL NEW WD
VENEER SOLID
CORE DOOR AND
PAINTED STL FRAME

INSTALL NEW WD VENEER
SOLID CORE DOOR AND
PAINTED STL FRAME

RELOCATE METAL
LOCKER

EXISTING 8" CMU W/ 4"
FACE BRICK WALL

AE401
1

AE401
2

AE401
3

AE401
4

AE401
12AE401

13

AE401
20

AE401
19

AE401
19
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006

011

012

013A

014A

015

013B

014B

007

008

009 010

016

F

EXISTING DOCK B

EXISTING DOCK A

TRUCK WELL

TRUCK WELL

WALK WAY

EX
 D

RA
IN

EX
 D

RA
IN

EX COMPRESSOR

EX
 P

UM
P

EX
 P

UM
P

PUMPS
EX  2

PUMPS
EX 3

EX
 H

EA
T 

RE
C

PU
M

PS

EX HOT
WATER WATER

EX SOFT

PUMP
EX CONDENSATE

EX AIR
DRYER

EX
 P

LA
TF

O
RM

 8
' A

FF

SOILED LINEN IN

CLEAN LINEN OUT

EXIST
A&MM

WAREHOUSE
108

EXIST
LUNCH ROOM

108A

EXIST
SECRETARY

108B

EXIST
OFFICE
108C

EXIST
MECH
108E

EXIST
HKA
108D

EXIST JC
108AB

EXIST
BOILER
111E

EXIST
MECH
111R

WOMENS BF
TOILET ROOM

111I
MENS BF

TOILET ROOM
111D

ELEC
SWITCHGEAR

111F

EX
IS

T
 R

EF

EX COMPRESSOR

EX AIR
DRYER

EXIST
EXIST EXIST

EXIST

EXIST

EXIST

EX
IS

T
C

O
PY

EXIST
CLEAN

PRODUCTION
111

EXIST
SOLIED

PRODUCTION
111A

B

A

C

B

A

A

AA
A

AAAA

A

A

B

A

A

B

MENS BF
TOILET ROOM

108G

WOMENS BF
TOILET ROOM

108F

OFFICE
111G

A

F

B

ELEC
EMERGENCY

111H

A

MOVE EXISTING EWC
TO ACCOMODATE BF
DOOR CLEARANCE

EXISTING 4'-0"
HIGH CMU WALL

EXISTING 17'-2" PARTIAL HEIGHT
STOREFRONT GLAZED PARTITION

INSTALL NEW DOCK LEVELER IN
EXISTING DOCK LEVELER PIT -
REPAIR DAMAGES TO PIT AND
ACCESSORIES AS REQ'D PRIOR
TO AND FOLLOWING
INSTALLATION

INSTALL NEW
ALUM SLIDING
DOOR

INSTALL NEW GYP BD ON STL STUD
PARTITIONS, FINISHES, FIXTURES, 3'-0" X
3'-0" BF TRANSFER-TYPE SHOWER, TOILET
STALL PARTITIONS, AND SALVAGED
ACCESSORIES

INFILL EXISTING
DOOR OPNG TO
MATCH EXISTING
GYP BD WALL

EXIST LKRS EXIST LOCKERS

EXIST STL EQUIP
PLATFORM ACCESS
LADDER

EXIST STL ROOF
ACCESS LADDER
AND ROOF HATCH
ABOVE

EXISTING 8'-0" HIGH
STEEL MESH PARTITION
ENCLOSURE

EXISTING COLD
STORAGE ENCLOSURE

EXISTING OFFICE
FURNITURE

EXISTING 8'-0" HIGH
STEEL MESH PARTITION

EXISTING EMERGENCY
EYEWASH AND
SHOWER

EXISTING EMERGENCY
EYEWASH AND
SHOWER

EXISTING SINK

INSTALL PLAM MILLWORK W/ UPPER
WALL CABINETS AND BASE CABINETS W/
SOLID SURFACE COUNTERTOP - PROVIDE
PLUMBING AND POWER FOR NEW SINK,
REFRIGERATOR, MICROWAVE, AND
COFFEE MAKER

GENERAL NOTES
1. FOR REFINISHING OF ALL NEW AND EXISTING

ROOMS AND DEMOUNTABLE WALL PARTITIONS
IN ADMIN OFFICE, SEE INTERIOR FINISH SCHEDULE
ON SEE SHEET IN600

2. FOR INFORMATION ON NEW AND EXISTING
DOORS, SEE DOOR SCHEDULE AND DETAILS ON
SHEET AE601

3. PAINT ALL EXISTING STL PEDESTRIAN DOORS AND
FRAMES IN WAREHOUSE AND LAUNDRY UNLESS
NOTED OTHERWISE.

LEGEND

NEW WALL CONSTRUCTION -
SEE SHEET AE505 FOR PARTITION
TYPE

EXISTING DOOR

NEW DOOR

EXISTING WALL

EXISTING LAUNDRY PROCESS
EQUIPMENT

EXIST EWC

EXIST ELEC PANELS

EXIST
LOCKERS

EXIST SWITCHGEAR

EXISTING STORAGE RACKS

EXISTING HIGH
DENSITY STORAGE

EXISTING 12" CMU WALL -
CONFIRM FIRE RATING

EXISTING WINDOW IN
EXISTING GYP BD ON
6" STL STUD WALL

EXISTING 8"
CMU WALL

EXIST 8"
CMU WALLEXIST WINDOW

IN EXISTING 8"
CMU WALL

EXIST 8"
CMU WALL

EXIST 8" CMU
WALL - CONFIRM
FIRE RATING

EXIST 12"
CMU WALL

EXIST PAINTED
STL GUARDRAIL

EXIST PAINTED
STL GUARDRAIL

EXISTING GYP
BD ON STL STUD
WALL

EXISTING GYP BD ON
STL STUD WALL -
CONFIRM FIRE RATING

PAINT EXISTING PIPING
AND ELEC PANELS TO
MATCH WALL FINISH

AE401
5

AE401
6

AE401

17

16

AE401
19

CONC SLAB

AE401
19

INSTALL NEW METAL
COILING DOOR,
HOOD & OPERATOR
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A

B

C

D

E

F

1234567 ROOF PLAN GENERAL NOTES
1. FOR EXACT OPENINGS IN ROOF DECK FOR DUCTS, VERIFY AND

COORDINATE LOCATIONS AND SIZES WITH ACTUAL FIELD
CONDITIONS. LOCATIONS INDICATED ARE APPROXIMATES, VALIDATE
LOCATIONS TO CAUSE MINIMUM DISRUPTION WITH EXISTING
CONDITIONS.

2. MANUFACTURED CURBS FOR MECHANICAL OPENINGS AND
EQUIPMENT SHALL BE SUPPLIED BY MECHANICAL AND INSTALLED BY
ARCH - COORD EXACT SIZE AND LOCATION WITH MECH - REFER TO
DETAILS 1 & 2/ THIS SHEET FOR CURB DETAILS

3. NOT ALL EXISTING ROOFTOP EQUIPMENT, PENTRATIONS AND FIXTURES
ON ROOF ARE NOT INDICATED. VALIDATE EXISTING LOCATIONS AND
COORDINATE ADDED DUCTWORK WITH EXISTING FIXED ITEMS ON
ROOF.

4. COORDINATE PRE-MANUFACTURED ROOF CURBS WITH ROOF
SLOPES. VERIFY EXISTING ROOF SLOPE

5. DUCT SUPPORTS ON ROOF SHALL NOT PENETRATE THE ROOF
MEMBRANE.

6. EXIST ROOF IS A CARLISLE TPO ROOF SYSTEM. ALL WORK ON THE
EXISTING ROOF MUST BE PERFORMED BY A CARLISLE ROOFING
SYSTEM CERTIFIED INSTALLER. ALL ROOF WORK MUST BE PERFORMED
IN A MANNER TO MAINTAIN THE CURRENT WARRANTY ON THE
EXISTING ROOF INSTALLATION.

ROOF OPENING SCHEDULE

OPENING SIZE DETAIL NUMBER FURNISHED BY INSTALLED BY REMARKS

4'-0" X 4'-0" MECH ARCH DUCT OPNG

3'-2" X 5'-4" MECH ARCH DUCT OPNG

3'-2" X 5'-4" MECH ARCH DUCT OPNG

4'-0" X 4'-0" MECH ARCH DUCT OPNG

3'-8" X 3'-8" MECH ARCH DUCT OPNG

3'-8" X 3'-8" MECH ARCH DUCT OPNG

2'-10" X 2'-10" MECH ARCH DUCT OPNG

2'-10" X 2'-10" MECH ARCH DUCT OPNG

EXIST ROOFTOP EQUIP,
VERIFY LOCATION, TYP

DUCTWORK, COORD LOCATION
W/ EXIST CONDITIONS, TYP

EXIST WALKWAY, TYP

EXIST LADDER

EXIST ROOFTOP EQUIP

EXIST LADDER

EXIST LADDER

AE110
1

AE110
1

TYP

SIM

CL OF
OPENING

CL OF
OPENING LOCATE

OPENINGS
ON CL'S
SHOWN

KEEP INSIDE
CURB FACE
OUT OF
SHADED AREA

STEEL ROOF
DECK

2-C6X8.2 HEADERS
BETWEEN JOISTS

JOIST

C
O

LU
M

N
 L

IN
E/

 B
EA

M

BASE FLASH
NAIL AT 8" OC

2X4 DRW NAILER BY
ROUGH CARPENTRY

2-PC MET FLASH -
CARRY OVER TOP
NAILER NAIL AT
15" OC BOTH SIDES

2X2 DRW NAILER BY
MANUFACTURED CURB
SUPPLIER

DUCT WORK

MANUFACTURED CURB

INSUL

JOIST

COLUMN
LINE/
JOIST

L4X4X1
4

L4X4X1
4

L3
X3

X1 4

L3
X3

X1 4

ROOFING & INSUL -
TO MATCH EXIST

MET CLOSURE
CHANNEL

TOP OF
CURB LEVEL

ROOF SLOPES
ARE NOT SHOWN

L4X4X1
4 DECK

SUPPORT, CLIP TO C6

REMOVE
EXIST STEEL
ROOF
DECK

BASE FLASH

REMOVABLE RODS

SET EQUIP IN SEALANT

SEALANT

C6X8.2 HEADER,
CLIP TO BENT PL

EXIST JOIST,
TYP

1
2" X 4" LG
BENT PL BTW
EXIST DECK
FLUTE L3X3X1

4, CLIP TO ANGLE

EXIST MET DECK
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M

PARTITION TO UNDERSIDE OF CEILING

S

REFLECTED CEILING PLAN GENERAL NOTES

REFLECTED CEILING LEGEND

4" METAL STUDS
- DIAG BRACE
45 DEG AT 4'-0" O.C.

APC OR GYP BD
CLG - REFLECTED
CLG PLAN

5
8" GYP BD ON 4" METAL

STUDS @ 16" O.C. ANCHOR
TO STRUCTURE ABOVE
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NOTE:
REFER TO SHEET AE111 FOR TYPICAL CEILING LEGEND AND NOTES

T

M

M

CONFIRM FLOOR/
CEILING CONSTRUCTION
ASSEMBLY MEETS 1HR
FIRE RATING

24"X24" ACCESS
DOOR
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1234567

A B C D E F

7654321

ABCDEF

1/8" = 1'-0"1 NORTH ELEVATION

AE201

1/8" = 1'-0"2 WEST ELEVATION

AE201

1/8" = 1'-0"3 SOUTH ELEVATION

AE201

1/8" = 1'-0"4 EAST ELEVATION

AE201

EXISTING 12" CMU

EXISTING CONTROL JOINT

EXISTING ROOF
ACCESS LADDER

EXISTING METAL PANEL
LOADING DOCK ENCLOSURE

EXISTING SECTIONAL DOOR

EXISTING WALL OPENING AT
LOADING DOCK
EXISTING DOCK SEAL

EXISTING DOCK BUMPER

EXISTING METAL
COILING DOOR

INSTALL NEW METAL
COILING DOOR, HOOD
& OPERATOR

EXISTING 12" CMU

EXISTING
CONTROL JOINT

EXISTING BRICK VENEER

EXISTING BRICK EXP JOINT

EXISTING 12" CMU

EXISTING CONTROL JOINT

EXISTING METAL PANEL
LOADING DOCK ENCLOSURE -
PAINT TO MATCH EXISTING

EXISTING MASONRY
LOADING DOCK

ALUM WINDOW, SEE PLAN, TYP

EXISTING CONCRETE
AGGREGATE PANEL

FIN FLR

FIN FLR

FIN FLR

FIN FLR

EXISTING CHEMICAL
DELIVERY VALVES IN
METAL BOX

INSTALL MISSING SHEET METAL
FASCIA AND SOFFIT - FINISH TO
MATCH EXISTING

EXISTING SECTIONAL DOOR

AREA WHERE DUCTWORK IS
MOUNTED TO EXIST CMU
WALL, COORD W/ MECH &
EXIST CONDITIONS

OPENINGS FOR DUCTWORK PENETRATIONS
OF EXIST CMU WALL, COORD SIZES &
LOCATIONS W/ MECH. COORD W/ EXIST
CONDITIONS. REFER TO SHT AE601 FOR MAS
LINTELS. DUCTWORK PENETRATIONS SHALL
BE WATER & WEATHER-TIGHT.
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EXIST FOUNDATION
WALL

TYP WALL
(2 SIDES)

3'-0" DEEP COARSE
AGGREGATE
DRAINAGE COURSE

#4@12" DWLS
@ PERIMETER

#4@12"
EW,BOT

2-#4 TOP
& BOT

SLOPE 1%

2'-0"

2'
-0

"

DOOR AND FRAME
METAL THRESHOLD, SET
IN MASTIC

DRILL 5 8" Ø HOLE, 4 12"
DEEP FOR #4 DOWEL.
INSTALL DOWEL INTO
EXIST CONC W/ EPOXY
ANCHORING PRODUCT
HILTI HIT RE 500 OR
EQUIVALENT

#4 DOWELS, 2'-0" LG @ 3
EQ SPACED LOCATION

PLAN AT EACH SIDE

ACCESSIBLE TRANSFER-TYPE SHOWER
COMPARTMENT WITH SEAT

ACCESSIBLE TOILET ROOMS-
DESIGNATE WITH A SYMBOL OF
COMPLIANCE & TACTILE SIGN
MOUNTED ON WALL ADJACENT
TO LATCH

VISUAL CHARACTER HEIGHT
SIGN

VISUAL AND TACTILE

BRAILLE

NOTE:  REFER TO ELEC DWGS FOR ALL ELEC MOUNTING HEIGHTS

SINK/LAV
& MIRROR

1'-6" X 3'-0",
MIRROR

WALL MTD
LAVATORY

TOILET

AE401

14

10
AE401

14 OPH

10 OPH

CENTERED ON WC

SINK/LAV
& MIRROR

1'-6" X 3'-0",
MIRROR

WALL MTD
LAVATORY

TOILET

TYP

TYP

AE505
6

SOLID SURFACE
COUNTERTOP,
SIDESPLASH AND
BACKSPLASH

BASE - TYP

FINISH FLOOR

PLAM CABINETS,
TYP

AE505
4

SOLID SURFACE
COUNTERTOP,
BACKSPLASH

BASE - TYP

FINISH FLOOR

PLAM CABINETS,
TYP

FINISHED
END, TYP

AE505
6

MICRO

AE505
3

COFFEE

AE505
4

SOLID SURFACE
COUNTERTOP,
BACKSPLASH

BASE - TYP

FINISH FLOOR

PLAM CABINETS,
TYP

FINISHED
END, TYP

AE505
6

MICRO

AE505
3

COFFEE

AE505
6

AE505
3

SOLID SURFACE
COUNTERTOP,
BACKSPLASH

FINISH FLOOR

PLAM CABINETS,
TYP

FINISHED END,
TYP

BASE, TYP

GENERAL
USE

1'-3" MIN TO ANY
OBSTRUCTION
1'-6" MIN @ ANY
ALCOVE DEEPER
THAT 2'-0"

BF
ORIFICE

DRINKING WATER COOLERS

SD

CLOTHING
HOOK

4'
-0

" B
F

SOAP
DISPENSER

COORDINATE MOUNTING
HT OF TD WITH CERAMIC
WALL TILE WAINSCOT AND
UFAS REQUIREMENTS

SCALE: 14" = 1'-0"

TD

PAPER
TOWEL
DISPENSER

EXIST 10" CMU
WALL

8" CMU WALL

EXIST 6" CONC SLAB

3000 PSI COMP STRENGTH CONC
ON 3" COMPOSITE METAL DECK
(VULCRAFT 3VLI, 20GA W/ WWR
6X6 W1.4 X W1.4

EXIST 8" CMU
BEYOND

2-CONT
#4 BARS

CONC  FOOTING

CONT L6X4X 5
16 LLV - 3

SIDES -  SECURE TO
EXIST MASONRY WALLS
W/ 12" DIA EXP  BOLTS
AT 12" OC HILTI HLC
SLEEVE ANCHORS

CONT 14" X 4" PL W/ 38" DIA X 6" LG
HEADED STUD ANCHORS

3-#4 DOWELS, 24"
8"

NOTE:
PRODUCTS INDICATED ARE THE BASIS OF DESIGN,
OTHER PRODUCTS ARE ACCEPTABLE THAT ARE
EQUAL WITH SIMILAR SALIENT CHARACTERISTICS

RECEPTACLE, TYP

NOTE:
HEIGHT OF WALL & CEILING TO BE VERIFIED AND
ADJUSTED AS REQUIRED TO ACCOMMODATE
EXISTING COMM EQUIPMENT, OVERHEAD PIPING,
CABLES, & CONDUIT
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COUNTER WITHOUT
BASE CABINET

GENERAL NOTES:
1.   SEE INTERIOR ELEVATIONS FOR DIMENSIONS, MOUNTING HEIGHT, AND
     CONSTRUCTION OF PRTN MOUNTED COMPONENTS.
2.  PROVIDE CONTINUOUS BACKER PLATE FOR FULL WIDTH OF COMPONENT AND
     EXTENDING BEYOND COMPONENT TO NEXT ADJACENT VERTICAL STUD.

FIXED SHELF

L PRTN REINFORCING,
TOP OF SHELF

PRTN MOUNTED
ADJUSTABLE SHELVING
(SHELVES NOT SHOWN)

SLOPED TOP OR
CLOSURE PANEL

WALL CABINETS

COUNTER WITH
BASE CABINET

FULL HEIGHT
CABINET OR
OPEN SHELF
CABINET

PROVIDE PRTN REINF AT
ONE LONG PRTN & ONE
SHORT PRTN IN EACH OFFICE
OPPOSITE DOOR PRTN

TYP OFFICE

PARTITION REINFORCING ELEVATIONS

USE PARTITION TYPE "D" TYPICAL UNO.

FOR CLARITY, PARTITION TYPES DO NOT INDICATE BASES AND
FLOOR FINISHES.  REFER TO ROOM FINISH SCHEDULE SHEET IN600.

PROVIDE THROUGH PENETRATION FIRE STOP SYSTEM AT FIRE RATED
PARTITIONS, SHAFT WALLS, AND FLOOR OPENINGS. REFER TO SHEET
GI003 FOR DETAILS.

"NOT USED"

EXTEND FIRE RATED PARTITIONS TO CAVITY WALL FACE OF CMU OF THE
EXTERIOR WALL ASSEMBLY.

CONSTRUCT FIRE RATED MASONRY PARTITIONS WITH CMU-Z TYPICAL.

PARTITIONS WITH TYPE INDICATORS ON BOTH SIDES OF THE PARTITION
SHALL BE CONSTRUCTED TO SATISFY BOTH CONDITIONS INDICATED.

FOR OPENINGS IN MASONRY WALLS, REFER TO CONCRETE MASONRY  LINTELS
FOR CMU WALLS CHART ON SHEET AE601

1.

2.

3.

4.

5.

6.

7.

8.

KEY TO PARTITION TYPES
EACH PARTITION IS INDICATED WITH EITHER:
- A LETTER
- A LETTER AND A NUMERIC MODIFIER
- A LETTER, A NUMERICAL MODIFIER, AND AN ALPHABETIC MODIFIER

   EXAMPLE -

PARTITION TYPE GENERAL NOTES

LETTER INDICATES PARTITION TYPE

NUMBER INDICATES MODIFICATION
TO THE PARTITION TYPE

LETTER INDICATES ADDITIONAL
MODIFICATION TO THE PARTITION TYPE

STAINLESS STEEL
PILASTER SHOE

PILASTER

SPACER INSERT

L2X2X1
4 HANGER AND

BRACE AT ENDS AND AT
NOT MORE THAN 10'-0" OC
WHERE CHANNEL BEARS ON
6" OF MASONRY, OMIT
HANGER AND BRACE

1-L2X2X1
4 DIAGONAL

BRACE PARALLEL TO
CHANNEL (OMIT AT
MASONRY BEARING)

SUPPORT FRAMING
SHALL SUPPORT A
CONCENTRATED LOAD
OF 500# MIN AT ANY POINT

LIMIT VERTICAL
SPACE DEFLECTION
TO 18" FOR 350# LOAD

LIMIT
DEFLECTION TO
1
2" FOR 350#

HORIZ LOAD

C6X8.2

CEILING

ANCHOR ASSEMBLY

UNDERSIDE OF
STRUCTURE DECK

CONT TOP & BOT
STEEL RUNNERS

5
8" GYP BD ON

35
8" STL STUDS

REFER TO FLR PLAN
FOR PRTN TYPE OR
EXT WALL

OMIT GYP BD ON
CHASE SIDE FOR
NON FIRE RATED
PRTNS

CEILING LINE

FINISH LEVEL 4

ACOUS SLNT FLOOR LINE

UNDERSIDE OF
STRUCTURE DECK

CONT TOP & BOT
STEEL RUNNERS

CEILING LINE

SAB

ACOUS SLNT EA SIDE FLOOR LINE

CEILING LINESMOKE SEALANT AT

UNDERSIDE OF
STRUCTURE DECKCONT TOP & BOT

STEEL RUNNERS

ACOUS SLNT AROUND
PENETRATIONS

SCRIBE GYP BD TO 14"
BELOW DECK PROFILE &
SEAL W/ ACOUS SLNT

CEILING LINE

SAB

ACOUS SLNT EA SIDE FLOOR LINE

SAB

STC 45-49

5
8" GBR- ON 7 8"

METAL FURRING
CHANNELS

CEILING LINE

EXIST WALL

GYP BD FINISH LEVEL 4

FLOOR LINE

FRONT EDGE
OPTIONS

COUNTERTOP
TYPE

COUNTERTOP MATL
(KEYWORD)

COUNTERTOP
COUNTERTOP

SOLID SURFACING   (CN-SS) ROLLED TYPE CN-SS RE

BACKSPLASH AS
INDICATED ON INT EL
SOLID SURFACE MATERIAL

SOLID SURFACE EDGE W/ 12"
RADIUS TOP & BOTT

SOLID SURFACE BOTT AT OPEN
COUNTERTOPS

SCRIBE GYP BD TO 14"
BELOW DECK PROFILE
AND SEAL W/ FIRE
RESISTANT JOINT
SYSTEM-HW BOTH SIDES
OF PRTN

FIRESTOP SYSTEM AT
THROUGH PENETRATIONS

UL DESIGN NO. U465
STC 40 WITHOUT SAB
STC 49 WITH SAB

CONT TOP & BOT
STEEL RUNNERS

FIRE RESISTANT
JOINT SYSTEM-BW

UNDERSIDE OF
STRUCTURE DECK

CEILING LINE

SAB IF NOTED
WITH MODIFIER

FLOOR LINE

GYP BD FINISH LEVEL 2
ABOVE CEILING

GYP BD FINISH LEVEL 4
BELOW CEILING

4" MINIMUM COMPACTED
GRANULAR FILL

TYPICAL SLAB THICKNESS
AND REINFORCEMENT

5
1

OVERLAP NEW VAPOR
RETARDER & EXIST
VAPOR RETARDER - SEAL
TO PRESERVE THE VAPOR
RETARDER CHARACTER

EXISTING
CONCRETE SLAB

BOND BREAK
BETWEEN EXISTING
& NEW CONCRETE

EXIST VAPOR RETARDER
(WHERE PRESENT)

SAWCUT EXISTING SLAB
2" MINIMUM FOR NEAT EDGE

VAPOR RETARDER

SAWCUT EXISTING SLAB
1
2"  DEEP MIN FOR NEAT

EDGE
MATCH EXIST
TYP SLAB
THICKNESS

EL OF MECH
LINES VARIES

TRENCH
AS REQD

EXIST
SLAB

4" MINIMUM
COMPACTED
GRANULAR FILL

CFH-D

TYP SLAB REINF

EXTRA REINFORCEMENT AS
SHOWN - SAME SIZE AND SPACING
AS TYPICAL REINFORCEMENT

EXISTING VAPOR
RETARDER (WHERE
PRESENT)

BOND
BREAK

VAPOR RETARDER

AE505
9 TYP

METAL BASE
CABINET, TYP

STAINLESS
STEEL SINK

COUNTERTOP AND
BACKSPLASH

SINK & BASE
CABINET

COORDINATE ACTUAL DIMENSION
WITH  MECHANICAL FOR DECK
OR CURB MOUNTED FITTINGS

COORDINATE BASE CABINET
SIZE W/ SELECTED SINK CUTOUT
DIMENSIONS

COUNTERTOP

SINK

SECTION

PLAN ELEVATION

1

2

TASK LIGHT WHERE
NOTED ON INT
ELEVATIONS

PLASTIC LAMINATE
ALL INTERIOR
SURFACES AT PLAM CABINETS

ADJUSTABLE
SHELVES

STEEL BACKER PLATE

DOOR

CEILING

GYP BD ON MET
FRAMING SOFFIT

FOR PARTITION TYPE
SEE FLOOR PLAN

COUNTERTOP
COORDINATE W/ MECH
FOR SINK CUTOUT

VERIFY W/ FOOT PEDAL
VALVE REQUIREMENTS

DOOR(S)

CLEAR SILICONE CAULK - AT
LAB & MED PREP

NOTE:
REFER TO SHEET A-401 FOR
MATERIAL OF CABINET

NOTE:
REFER TO SHEET A-401 FOR
MATERIAL OF CABINET

FOR PARTITION TYPE
SEE FLOOR PLAN

DRAWER
SEE INT ELEVATIONS
FOR LOCK LOCATIONS

COUNTERTOP

ADJUSTABLE SHELF

CLEAR SILICONE CAULK - AT
LAB & MED PREP

NOTE:
REFER TO SHEET A-401 FOR
MATERIAL OF CABINET
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A

1. FOR THE PURPOSES OF CONTRACTOR SUBMITTALS,    
          OPENING NUMBERS CONSIST OF THE ROOM 
          NUMBER PLUS A LETTER SUFFIX.
2. THE LETTER SUFFIXES ARE SHOWN ON THE PLAN

3. WHEN A DOOR SWINGS INTO A ROOM IT BEARS
THAT ROOM'S NUMBER.  WHEN A DOOR SWINGS OUT
OF A ROOM OR SEPARATES TWO CORRIDORS, AN
ARROW ON THE PLAN INDICATES WHICH ROOM
NUMBER THE DOOR BEARS

4. BORROWED LITES BEAR THE ROOM NUMBER IN   
WHICH THE LETTER SUFFIX IS SHOWN

DOOR NUMBERING CRITERIA:

DOOR NO.
D2118-B

DOOR NO.
D2100-A

DOOR NO.
D2118-A

DOOR NO.
D2116A-A

OPENING NO.
D2116-B

DOOR NO.
D2116-A

A

A

D2118

D2116

D2116A

D2200

D
21

00

A

B

B

ACE
AL

CR
DE

EL
KS
M
MS
PP

GYP BD ON
MET STUDS

BOX LINTEL

STL DOOR HEAD

STL FRAME- PRIOR TO
INSTALL INSERT MINERAL
WOOL INTO FRAME

SEALANT BOTH SIDES,
ALL AROUND (TYP)

ZEE CLIP -
ATTACH FRAME
TO STUD

CLIP JAMB
TO FLR

DBL STUDS AT JAMB

STL DOOR JAMB

NOTE:  HM FRAME
LAPS GYP BD
AND STUDS BY 12"

AE601

AE601

BOND BEAM - W/(2) #4 CONT FOR SPANS UP TO
6'-0" - (2) #6 CONT FOR SPANS GREATER THAN 6'-0"
- 8" MIN BEARING EACH END - GROUT CMU SOLID
AT BEARING

BOND BEAM

STL HEAD

GLAZING

FURRING ON
ONE OR BOTH
SIDES AS
SHOWN ON
PLAN

SHIM AND
SEALANT BOTH
SIDES
STL STOP W/
CONCEALED
FASTENERS

FILL FRAME
SOLID W/
GROUT

ZINC-COATED
T-STRAP ANCHOR
TYPICAL

SHIM AND SEALANT
BOTH SIDES

STL JAMB
SEALANT AT
FURRING
GLAZING

FURRING ON
ONE OR BOTH
SIDES AS SHOWN
ON PLAN

CMU

FILL FRAME
SOLID W/
GROUT

CMU

FURRING ON
ONE OR BOTH
SIDES AS SHOWN
ON PLAN

FILL FRAME
SOLID W/
GROUT

ZINC-COATED
T-STRAP ANCHOR
TYPICAL

SHIM AND SEALANT
BOTH SIDES

STL SILL
SEALANT AT
FURRING

GLAZING

10

8

9

WINDOW  UNIT

SEALANT BOTH
SIDES

SHIM

WINDOW UNIT

SEALANT BOTH
SIDES

FLASH BELOW

SHIM

WINDOW SILL
BELOW, REFER
TO INTERIORS

SEALANT W/
WEEPS

SEALANT, ALL SIDES, TYP

RESURFACED EXIST
MATERIAL, REFER
TO INTERIORS,TYP

FLASHING W/
UPTURN SIDES & REAR

CAULK & BACKUP

AE101

AE101

AE101

EXIST BRICK
BEYOND
EXIST AGGREGATE
PANEL

EXIST CMU

WINDOW UNIT

SOLID SURFACE
WINDOW SILL

RESURFACED EXIST
MATERIAL, REFER
TO INTERIORS,TYP

RESURFACED EXIST
MATERIAL, REFER
TO INTERIORS,TYP

CONCRETE MASONRY LINTELS FOR CMU WALLS

LINTEL     L3 AND L5 LINTEL L2, L4 

LINTEL LINTEL REQD REINFORCING
FOR CLEAR SPANS
LESS THAN 6'-1"

L3

LINTEL

L5

NOTES

2-#6 (TOP) 2-#6 (BOT)

2-#5 (TOP) 2-#5 (BOT) L4

L2 

2-#4 (TOP)

2-#4 (TOP) 2-#4 (BOT)

2-#4 (BOT)

LINTEL TYPES ARE DESIGNATED
BY A LETTER AND A NUMBER
BASED ON LOADING CONDITION.
REFER TO DOOR SCHEDULE FOR
DOOR OPENING SIZE AND LINTEL
SCHEDULE FOR THE TYPE TO BE
INSTALLED.

1.

FOR L2, L3, L4, & L5
2 #5 VERT REINF GROUTED
SOLID CONTINUOUS FOR
FULL FLOOR TO FLOOR HEIGHT

STEEL LINTELS FOR CMU WALLS

SPAN

< 3'-11"

4'-0" TO 5'-11"

6'-0" TO 7'-11"

4"

WT 7x11 WT 7x15
WT 8x18 W/
11"x1

4" PLL6x31
2x2x5

16 ( LLV)

(2) L3x21
2x14 (LLV)

OR WT 4x9
(2) L3x21

2 x1
4 ( LLV)

OR WT 4x9

6"

(2) L31
2x21

2x14 ( LLV)
OR WT 7x11

8" 12"

(2) L31
2x31

2x1
4

OR WT 6x13
(2) L31

2x31
2 x1

4
OR WT 6x13
(2) L5x31

2x1
4 (LLV)

OR WT 6x13

8'-0" TO 9'-11"

WT 7x15 W/
11"x1

4" PL

WT 5x11 W/
11"x1

4" PL

WT 4x5 W/
11"x1

4" PLL3x3x1
4

L4x3x1
4 ( LLV)

NOTES:

1.  LINTELS FOR SPANS TO 7'-11" REQUIRE 6" BEARING EACH END.

2. LINTELS FOR SPANS OVER 8'-0" REQUIRE 8"BEARING EACH END.

3. GROUT CMU SOLID OR USE SOLID CMU 12" BACK FROM OPENING
2 COURSES BELOW BEARING POINT.

4. LINTEL DESIGN BASED ON NON LOAD BEARING WALL CONDITIONS

5. COPE ENDS OF LINTELS AS REQUIRED TO PROVIDE  3/4"" MIN MORTAR IN JOINT.

6. LOOSE LINTELS SHALL BE USED ONLY  WHERE CONDITIONS
PROHIBIT USE OF PRECAST LINTELS.

L5x3x1
4 ( LLV)

ELEVATIONELEVATION

SECTIONSECTION

REINFORCING - SEE
SCHEDULE BELOW
FOR LINTEL OR BOND
BEAM UNITS

REINFORCING - SEE
SCHEDULE BELOW
FOR LINTEL OR BOND
BEAM UNITS

LINTEL
UNITS

LINTEL
UNITS

REINFORCING REINFORCING
STANDARD
UNIT

STANDARD
UNIT

#3 TIES @ 16" OC

L5L3

REQD REINFORCING
FOR CLEAR SPANS
6'-1" TO 8'-4"

REQD REINFORCING
FOR CLEAR SPANS
8'-4" TO 10'-0"

LINTEL
UNITS

#3 TIES
@ 16"
OC

COVER CORES
OF BEARING
UNITS

REINFORCING,
FILL CELLS W/
GROUT
STANDARD CMU
W/ WEB CUT-OUTS

SHOR
-ING

WT 7x19MAX  12'-0"

MASONRY
WALL

BOND BM FOR
REINF SEE DR
SCHED & LINTEL
SCHED THIS SHT

CAULK

GROUT SOLIDHM DOOR
& FRAME

8" CMU
WALL

11
2" X 8" STL

STRAP ANCHORS
@ 2'-0" OC

CAULK
(BOTH SIDES)

GROUT SOLIDHM DOOR
& FRAME

BULLNOSE

GL GL

FG NL

A
SINGLE OR PAIR

DOOR ELEVATIONS

FRAME ELEVATIONS

BL-1

GL

SL2
SLIDING

BREAK-
AWAY
PANEL

SLIDING DOOR W/
BREAKAWAY

CD-1
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EXIST
VEST
C11A

EXIST
OFFICE

113

EXIST
SECRETARY

100

EXIST
OFFICE

104

EXIST
LAUNDRY

PLANT MNGR
105

EXIST
CONF

106

EXIST
CONTRACTING

OFFICE
107 EXIST

OFFICE
103

EXIST
CONTRACT
SPECIALIST

107A

EXIST
PROPERTY

MANAGEMENT
107B

EXIST
BREAKROOM

112

EXIST
ENTRY
C11

EXIST
IT EQUIPMENT

108J
EXIST
JAN
112B

EXIST
VENDING

ROOM
112A

EXIST
HKA
118

EXIST
IRM

108HB

EXIST
MAIL

ROOM
108H

EXIST
CORRIDOR

108HA

EXIST
SURGICAL
PACKING

116

EXIST
MEN
115

EXIST
WOMEN

114

EXIST
SOUR

EXIST
ALKALI

EXIST
SOFTENER

EXIST
TRIAX III

EXIST
TRIAX III

EXIST
A&MM

WAREHOUSE
108

EXIST
CLEAN

PRODUCTION
111

EXIST
RINSPEED

EXIST
RINSPEED

EXIST
CHEMICAL 
STORAGE

111S

EX
 D

RA
IN

EX
 D

RA
IN

EX
 P

U

EXIST
CHEMICAL 
STORAGE

111T

002 001

003

A

018

005A

017

005B

004A 004B

016 SYMBOL LEGEND

FLOOR
MATERIAL

FLOOR
TRANSITION
(CENTER
FLOORING
MATERIALS AT
DOOR JAMB)

WALL
MATERIAL

FLOOR
TRANSITION
AT CTF.  SEE
DETAIL BELOW

WINDOW
SHADE

FLOOR PATTERN USING RFL-A2 TO DEFINE WALKWAY

FLOOR PATTERN USING RFL TO DEFINE WALKWAY

RFL-A2

CTF-A1
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EXIST
A&MM

WAREHOUSE
108

EXIST
MECH
111R

EXIST
CLEAN

PRODUCTION
111

ELEC
SWITCHGEAR

111F
OFFICE
111G

ELEC
EMERGENCY

111H

WOMENS BF
TOILET ROOM

111I
MENS BF

TOILET ROOM
111DWOMENS BF

TOILET ROOM
108F

MENS BF
TOILET ROOM

108G

EXIST
MECH
108E

EXIST
HKA
108D

EXIST
LUNCH ROOM

108A

EXIST
SECRETARY

108B

EXIST
OFFICE
108C

EXIST JC
108AB

EXIST
BOILER
111E

EXISTING DOCK B

EXISTING DOCK A

TRUCK WELL

TRUCK WELLSOILED LINEN IN

CLEAN LINEN OUT

EXIST
SOLIED

PRODUCTION
111A

006

015

016

011

012

013A

014A

013B

014B

007

008

009 010

F

FLOOR PATTERN USING RFL-A2 TO DEFINE WALKWAYS

FLOOR PATTERN USING RFL-A2 TO DEFINE WALKWAYS

FLOOR PATTERN USING RFL TO DEFINE WALKWAYS

SYMBOL LEGEND

FLOOR
MATERIAL

FLOOR
TRANSITION
(CENTER
FLOORING
MATERIALS AT
DOOR JAMB)

WALL
MATERIAL

FLOOR
TRANSITION
AT CTF.  SEE
DETAIL BELOW

WINDOW
SHADE

RFL-A2

CTF-A1
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